DWG. NO. | SHT.NO. |DESCRIPTION
T T e [OWN OF MOUNT AIRY
2 AB-1 NOTES, ABBREVIATIONS, LEGEND AND CONVENTIONAL SIGNS
3 TS-1 TYPICAL SECTIONS
4 TS-2 TYPICAL SECTIONS
5 TS-3 TYPICAL SECTIONS T
° L TYPICAL SECTIO® S O U I H MAI N S I RE E I RO U N DAB O U
7 TS-5 TYPICAL SECTIONS
8 TS-6 TYPICAL SECTIONS
9 TS-7 TYPICAL SECTIONS
10 DE-1 ROADWAY DETAILS
T oesTronowavoeas PROJECT NO. 2021-MA-G-002
12 GS-1 BASELINE GEOMETRY
13 PS-1 ROADWAY PLAN
14 PS-2 ROADWAY PROFILE
15 PS-3 ROADWAY PROFILE
16 PS-4 ROADWAY PROFILE NOTICE TO BIDDERS Sy =
<
= Rl | ROUNDABOUT LAYOUT X\OS X% R B, DISTURBED AREA QUANTITY
THE SPECIFICATIONS FOR THIS CONTRACT WILL BE THOSE OF THE MDOT SHA, P § N $ O THE TOTAL AREA TO BE DISTURBED AS SHOWN ON THESE PLANS HAS
18 DE-3 INTERSECTION DETAILS TITLED "STANDARD SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS”, g NS n e
DATED MAY 2019, REVISIONS THERETO, AND THE SPECIAL PROVISIONS O@ NG =~ S BEEN DETERMINED 1O BE APPROXIMATELY 142957 SQUARE FEET
19 DP-1 | DRAINAGE PROFILES AND SCHEDULES . \ . 6@ = Gh, {q (3.28 AC.), AND THE TOTAL AMOUNT OF EXCAVATION AND FILL AS
20 SN-1 | SIGNING AND PAVEMENT MARKING PLAN SEDIMENT AND EROSION CONTROL WILL BE STRICTLY ENFORCED DURING . N o e v, SHOWN ON THESE PLANS HAS BEEN COMPUTED TO BE
CONSTRUCTION BY ENVIRONMENTAL COMPLIANCE SECTION i @ Na o MERRIDALE APPROXIMATELY 168 CUBIC YARDS'®, OF EXCAVATION AND
21 TP-1 MAINTENANCE OF TRAFFIC PHASE 1 ' A ALENVALE AV Q 2 > APPROXIMATELY 3,331 CUBIC YARDS** OF FILL.
22 TP-2 | MAINTENANCE OF TRAFFIC PHASE 2 THE GRADING LIMITS SHOWN ON THE PLANS ARE NOT TO BE EXCEEDED. J ) - 5 v T e P B e garg SHALL NOT BE USED
= 173 | MAINTENANCE OF TRAFFIC PHASE 3 CHANGES IN GRADING EROSION AND SEDIMENT CONTROL PLAN, OR OTHER y Cly % = . ‘
SEGMENT OF THE WORK MUST BE REVIEWED AND APPROVED BY THE & Z i =
24 LT-1  [LIGHTING LAYOUT DEPARTMENT OF PUBLIC WORKS. ! . Loy o <
2 Ly
25 L2 |PHOTOMETRICS THE DEPARTMENT OF PUBLIC WORKS SHALL ONLY BE RESPONSIBLE FOR THE / ) S NAME DATE
26 ES-1 EROSION AND SEDIMENT CONTROL NOTES COMPLETENESS OF DOCUMENTS OBTAINED DIRECTLY FROM THE TOWN. o o =
> - e oSION AND SEOIMENT CONTROL DETAILS FAILURE TO ATTACH ALL ADDENDA MAY CAUSE THE BID TO BE & / -
NON—RESPONSIVE. o < ﬂ
28 ES-3 EROSION AND SEDIMENT CONTROL PLAN % VAS SOUTH OAK /
” — FVTST— IT WILL BE THE RESPONSIBILITY OF THE CONTRACTOR THAT THE STANDARD O@@ ST/ 4 CLIFF CT / EXISTING UTILITIES
PLATES IN HIS/HER POSSESSION ARE THE LATEST REVISED MDOT SHA W © / THE TYPE AND LOCATIONS OF EXISTING UTILITIES SHOWN ON
30 Ls-2 HARDSCAPE DETAILS STANDARD PLATES AS OF THE DATE OF THE AWARD OF THIS PROJECT. BLVD THE PLANS ARE FOR INFORMATION AND GUIDANCE ONLY. NO
o 7 S ANTING PLAN /L GUARANTEE IS MADE AS TO THE ACCURACY OF SAID
RIGHT OF WAY LINES ON THESE PLANS DO NOT INCLUDE EASEMENTS. THEY LOCATIONS. CONTACT "MISS UTILITY" AT 1-800-257-7777
32 LP-2 PLANTING PLAN ARE FOR ASSISTANCE IN INTERPRETING THE PLANS. THESE LINES DO NOT A MINIMUM OF 5 DAYS PRIOR TO START OF WORK.
REPRESENT THE OFFICIAL PROPERTY ACQUISITION LINES. FOR OFFICIAL FEE \
33 LP-3 R
PLANTING PLAN SIMPLE RIGHT OF WAY AND EASEMENT INFORMATION, SEE APPROPRIATE R/W LIMIT OF WORK /DGEW ,
34 LP-4 PLANTING PLAN PLATS NUMBERED * STA. 34+50 /
35 [P5 | PLANTING PLAN MDE PERMIT NO. EXPIRATION DATE: > ‘ & PRIVATE UTILITY NOTE
36 LP-6 PLANTING PLAN i o LG UPON APPROVAL OF THE IMPROVEMENT PLANS AND PRIOR TO
- TS S ANTING SCHEDULE AND DETAILS USACE PERMIT NO. EXPIRATION DATE: &> @ ISSUANCE OF THE GRADING PERMIT, A PLUMBING PERMIT THAT
2 COVERS ONSITE PRIVATE WATER, SEWER AND STORM DRAIN UTILITY
38 CS-1  |CROSS SECTIONS WORK IS REQUIRED. THE APPLICATION MUST BE APPROVED PRIOR TO
5 S Toroms SreTonS 5 START OF CONSTRUCTION FOR ALL PROPOSED PRIVATE PORTION OF
= UTILITIES INCLUDING STORM DRAINS, WATER AND SEWER LINES,
40 CS3  |CROSS SECTIONS o MONITORING MANHOLES, HYDRANTS, AND ANY OTHER ONSITE PRIVATE
< UTILITY WORK. APPLICATIONS CAN BE SUBMITTED BY THE CARROLL
41 CS-4
CROSS SECTIONS - COUNTY LICENSED UTILITY CONTRACTOR.
42 CS-5 CROSS SECTIONS
43 CS-6 CROSS SECTIONS \—/
22 CS7 | CROSS SECTIONS SURVEY INFORMATION DAY
45 cs-8 CROSS SECTIONS THE DATA COLLECTED ELECTRONICALLY AND
46 CS-9 CROSS SECTIONS NO PHYSICAL FIELD BOOK EXISTS. CONTROL
INFORMATION IS AVAILABLE UPON REQUEST.
FIELD SURVEYS PREPARED BY: (>
A. MORTON THOMAS & ASSOCIATES
AUGUST 2021
HORIZONTAL DATUM: NAD 83/2011
VERTICAL DATUM: NAVD 88 ESION
S
c
Z,
L
5
OWNER'S CERTIFICATION PROJECT VICINITY MAP
| HEREBY CERTIFY THAT ALL PROPOSED WORK SHOWN ON THESE CONSTRUCTION DRAWINGS HAS BEEN JECT
REVIEWED BY ME AND THAT | FULLY UNDERSTAND WHAT IS NECESSARY TO ACCOMPLISH THIS WORK SCALE:1"=500
AND THAT THE WORK WILL BE CONSTRUCTED IN STRICT ACCORDANCE WITH THESE PLANS. | ALSO
UNDERSTAND THAT ANY CHANGES TO THESE PLANS WILL REQUIRE AN AMENDED PLAN TO BE REVIEWED
AND APPROVED BY THE CARROLL COUNTY PLANNING AND ZONING COMMISSION BEFORE ANY CHANGE IN
THE WORK IS MADE.
SOUTH MAIN STREET SOUTH MAIN STREET - LOCAL RISING RIDGE ROAD
TRAFFIC DATA TRAFFIC DATA TRAFFIC DATA
BERNARD M. QUINN, P.E. DATE ROAD CLASSIFICATION MINOR ARTERIAL ROAD CLASSIFICATION LOCAL ROAD CLASSIFICATION LOCAL TT-1
TOWN ENGINEER DESIGN SPEED 30 MPH DESIGN SPEED 25 MPH DESIGN SPEED 25 MPH .
R e R AD 21771 AD.T. (EXISTING) 2020 13000 AD.T. (EXISTING) 2020 AD.T. (EXISTING) 2020 o T TOWN OF MOUNT AIRY
SO 800 1424 AD.T. (FUTURE) 2045 17100 AD.T. (FUTURE) 2045 AD.T. (FUTURE) 2045 | 110 SOA;JSENMFAATR%TREET
PERCENT TRUCKS 1.5% PERCENT TRUCKS PERCENT TRUCKS MARYLAND
SOUTH MAIN STREET
REGISTRATION STAMP
ENGINEER TOWN OF MOUNT AIRY TOWN OF MOUNT AIRY REVISIONS ROUNDABOUT
| CERTIFY THAT THIS PLAN OF SEDIMENT CONTROL IS DESIGNED WITH MAYOR TOWN ENGINEER MARK | DATE DESCRIPTION AT INTERSECTION OF SOUTH MAIN STREET,

MY PERSONAL KNOWLEDGE AND HAS BEEN DESIGNED TO THE
STANDARDS AND SPECIFICATIONS ADOPTED BY THE CARROLL SOIL
CONSERVATION DISTRICT.

ENGINEER /DATE

APPROVED

DATE

APPROVED DATE

90% SUBMITTAL

NOT FOR CONSTRUCTION

A. MORTON THOMAS AND ASSOCIATES, INC.
CONSULTING ENGINEERS
901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204

(410) 752-6552

EMAIL: AMT1@AMTENGINEERING.COM

SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD
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ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE SPECIAL PROVISIONS, THE LATEST EDITION OF THE MDOT SHA STANDARD SPECIFICATIONS, AND
SUPPLEMENTAL SPECIFICATIONS.

WHERE REFERENCE IS MADE TO STANDARDS, IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO HAVE POSSESSION OF THE MDOT SHA BOOK OF STANDARDS FOR

HIGHWAY AND INCIDENTAL STRUCTURES WITH THE LATEST UP TO DATE MDOT SHA STANDARDS AS OF THE DATE OF ADVERTISEMENT OF THIS PROJECT.

IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO HAVE THE LATEST APPROVED SET OF PLANS, SPECIFICATIONS, SPECIAL PROVISIONS, AND ANY REFERENCED
MDOT SHA STANDARDS AS OF NOTICE TO PROCEED.

HORIZONTAL CONTROL: THE COORDINATES FOR THIS PROJECT HAVE BEEN ESTABLISHED BY RTK GPS OBSERVATIONS ADJUSTED TO THE MARYLAND GRID SYSTEM,
NAD 83/2011.

VERTICAL CONTROL: THE LOCATIONS AND ELEVATIONS BENCHMARKS ARE SHOWN ON GEOMETRIC LAYOUT PLAN. PROJECT ELEVATIONS SHOWN ARE IN U.S.
SURVEY FEET AND AGREE WITH THE MARYLAND GRID SYSTEM, NAVD 88.

ALL INVERT ELEVATIONS ARE APPROXIMATE. INVERT ELEVATIONS OF PIPES MAY BE MODIFIED, AS DIRECTED BY THE ENGINEER, TO MEET CONDITIONS
ENCOUNTERED DURING INSTALLATION OF DRAINAGE STRUCTURES. ALL PIPES SHALL BE CONSTRUCTED ON UNIFORM GRADE BETWEEN INVERT ELEVATIONS AS
NOTED ON THE PLANS, UNLESS OTHERWISE DIRECTED BY THE ENGINEER.

THE LOCATIONS AND LENGTHS OF PIPES TO BE INSTALLED SHALL BE VERIFIED BY THE CONTRACTOR PRIOR TO ORDERING.

THE CONTRACTOR SHALL MAKE, CHECK, AND BE RESPONSIBLE FOR ALL MEASUREMENTS AND DIMENSIONS NECESSARY FOR THE PROPER CONSTRUCTION OF ALL
WORK.

THE CONTRACTOR SHALL MAKE FIELD ADJUSTMENTS TO STORMDRAIN STRUCTURES AS NECESSARY IN ORDER TO MEET FIELD CONDITIONS AS APPROVED BY THE
ENGINEER.

ALL DITCHES AND CHANNELS SHALL BE CONSTRUCTED AND STABILIZED IN ACCORDANCE WITH THE DETAILS AND SPECIFICATIONS SHOWN ON THE PLANS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING ACTUAL CONDITIONS AND PLANNING ALL CONSTRUCTION ACCORDINGLY. ALL DIMENSIONS SHOWN SHALL
BE CHECKED AND VERIFIED IN THE FIELD BY THE CONTRACTOR BEFORE ANY WORK COMMENCES.

ANY DAMAGE TO ADJACENT ROADS, YARDS, STRUCTURES, FENCES, SHRUBBERY, ETC., DURING CONSTRUCTION SHALL BE REPLACED IN KIND BY THE CONTRACTOR
BEFORE ANY WORK COMMENCES.

THE CONTRACTOR SHALL GRADE FOR POSITIVE DRAINAGE AT ALL ROADWAY INTERSECTIONS, ENTRANCES, PARKING LOTS, AND YARDS IN CONFORMANCE WITH THE
PROPOSED DRAINAGE PATTERNS SHOWN ON THE PLANS.

MAILBOXES SHALL BE REMOVED AND RESET BY THE CONTRACTOR AS NECESSARY TO COMPLETE THE WORK. THIS COST IS INCIDENTAL TO THE CLEARING AND
GRUBBING ITEM. CONTRACTOR SHALL NOTIFY THE PROPERTY OWNERS AND THE POSTMASTER 48 HRS. PRIOR TO THE REMOVAL OF THE MAILBOXES. THE
CONTRACTOR SHALL COORDINATE THE TEMPORARY RELOCATION AND FINAL PLACEMENT OF ALL EXISTING MAILBOXES WITH THE POST OFFICE IN FREDERICK, MD
SUCH THAT MAIL DELIVERY IS UNINTERRUPTED.

MATERIALS SALVAGED FROM CONSTRUCTION SHALL BECOME THE CONTRACTOR’S PROPERTY UNLESS OTHERWISE NOTED ON THE PLANS OR IN THE SPECIFICATIONS.
JOBSITE SAFETY SHALL BE THE SOLE RESPONSIBILITY OF THE CONTRACTOR.

THE LOCATION OF EXISTING UTILITIES SHOWN ON THESE DRAWINGS IS APPROXIMATE. THE CONTRACTOR SHALL CALL ‘MISS UTILITY”AT 1-800-257-7777 AT
LEAST 48 HOURS PRIOR TO BEGINNING EXCAVATION TO DETERMINE THE LOCATION OF ALL EXISTING UTILITIES. THE UTILITIES SHOWN ON THESE PLANS ARE FOR
INFORMATIONAL PURPOSES ONLY AND ARE NOT GUARANTEED TO BE ACCURATE OR ALL INCLUSIVE.

IF DURING CONSTRUCTION THE CONTRACTOR FINDS THAT CLEARANCES BETWEEN EXISTING UTILITIES AND PROPOSED WORK IS LESS THAN THAT NOTED OR IS LESS
THAN SIX INCHES, HE SHALL CONTACT THE ENGINEER FOR INSTRUCTIONS ON HOW TO PROCEED.

THE CONTRACTOR MUST PROTECT IN PLACE ANY ACTIVE ABOVE GROUND AND OR UNDERGROUND UTILITIES FOUND UNLESS OTHER TREATMENT IS CALLED FOR.
REPAIRS TO UTILITIES OR PROPERTY DAMAGE AS A RESULT OF THE CONTRACTOR'S NEGLIGENCE MUST BE MADE AT THE CONTRACTOR'S EXPENSE BEFORE
PROCEEDING WITH CONSTRUCTION. THE COUNTY OR THE PROPERTY OWNER SHALL NOT BEAR ANY COST OR RESPONSIBILITY FOR DAMAGE TO UTILITIES OR
PROPERTY AS THE RESULT OF THE CONTRACTOR'S NEGLIGENCE.

THE CONTRACTOR SHALL PROTECT AND NOT INTERRUPT EXISTING UTILITY SERVICES DURING CONSTRUCTION, UNLESS AUTHORIZED BY THE ENGINEER. THE
CONTRACTOR SHALL SUPPORT EXISTING UNDERGROUND UTILITIES DURING CONSTRUCTION AND THIS SUPPORT SHALL BE INCIDENTAL TO PERTINENT PAY ITEMS.

THE CONTRACTOR SHALL MAINTAIN ACCESS TO PRIVATE PROPERTY AT ALL TIMES. IF ACCESS MUST BE INTERRUPTED FOR SHORT PERIODS OF TIME, THE
INTERRUPTION SHALL BE COORDINATED WITH THE ENGINEER AND THE PROPERTY OWNER.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE MAINTENANCE OF TRAFFIC THROUGHOUT THE ENTIRE PERIOD OF CONSTRUCTION BY PROVIDING A REASONABLY
SMOOTH AND EVEN SURFACE SATISFACTORY FOR THE USE OF PUBLIC TRAFFIC, AND BY PROVIDING ACCESS TO ALL PUBLIC ROADS AND RESIDENTIAL AND
COMMERCIAL ENTRANCES AT ALL TIMES.

THE CONTRACTOR SHALL COORDINATE THE LOCATION OF THE ELECTRIC POWER AND TELEPHONE SERVICE CONNECTIONS NECESSARY FOR THE FIELD OFFICES AND
PROJECT OPERATIONS WITH POTOMAC EDISON POWER COMPANY AND VERIZON TELEPHONE COMPANY. ALL COSTS, MATERIALS, AND INSTALLATION OF SERVICE
CONNECTIONS SHALL BE PAID FOR BY THE CONTRACTOR.

THE CONTRACTOR SHALL ADJUST TO PROPOSED GRADE ALL EXISTING MANHOLES, VALVE BOXES, OR OTHER UTILITIES LOCATED WITHIN THE ASPHALT OVERLAY AND
FULL DEPTH ASPHALT PAVING AREAS. IF A VALVE BOX WILL NEED MORE THAN ONE RISER, THE VALVE BOX MUST BE ADJUSTED TO THE FINAL GRADE. THIS WORK
SHALL BE CONSIDERED INCIDENTAL TO THE ASPHALT PAY ITEMS NECESSARY TO COMPLETE THE WORK.

THE CONTRACTOR SHALL ADJUST TO PROPOSED GRADE ALL EXISTING MANHOLES, VALVE BOXES, CLEANOUTS, OR OTHER UTILITIES LOCATED WITHIN THE CONCRETE
SIDEWALK AND SHARED USE PATH. THIS WORK SHALL BE CONSIDERED INCIDENTAL TO THE CONCRETE SIDEWALK ITEMS NECESSARY TO COMPLETE THE WORK.

ALL ASPHALT PAVEMENT UTILITY CUTS SHALL BE PERFORMED AND REPAIRED IN ACCORDANCE WITH CARROLL COUNTY STANDARDS.

IN ANY AREA WHERE ASPHALT THAT IS TO BE REMOVED ADJOINS ASPHALT THAT IS TO REMAIN, THE ASPHALT PAVING SHALL BE SAWCUT IN ORDER TO PROVIDE
A CLEAN JOINT BETWEEN THAT WHICH IS TO BE REMOVED AND THAT WHICH IS TO REMAIN.

IN AREAS WHERE CONCRETE THAT IS TO BE REMOVED ADJOINS CONCRETE THAT IS TO REMAIN, THE CONCRETE SHALL BE SAWCUT AT THE NEAREST JOINT AND A
BITUMINOUS EXPANSION JOINT PROVIDED BETWEEN NEW AND EXISTING WORK. WORK SHALL BE DONE IN ACCORDANCE WITH THE STANDARDS SET FORTH IN THE
SPECIFICATIONS AND ON THE APPROVED CONSTRUCTION DRAWINGS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING AND PROTECTING PROPERTY MARKERS, CONTROL POINTS AND BENCHMARKS FOR THE DURATION OF
THE CONTRACT. |IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO REPLACE ANY OF THESE PQOINTS THAT ARE DISTURBED OR DAMAGED DURING THE

CONSTRUCTION PROCESS. WHERE NECESSARY, POINTS SHALL BE REPLACED UNDER THE DIRECT SUPERWVISION OF A REGISTERED SURVEYOR TO THE STANDARD

WITH WHICH THEY WERE ESTABLISHED.

DEFINITION OF TERMS:
PROPOSED RIGHT OF WAY: DENOTES LAND BELONGING TO COUNTY OR STATE, WHICH CONTAINS THE ROADWAY AND SUPPORTING STRUCTURES.

PERPETUAL EASEMENT: PORTIONS OF PRIVATE PROPERTY FOR WHICH THE COUNTY HAS ACQUIRED THE RIGHT TO UTILIZE FOR THE INSTALLATION AND
MAINTENANCE OF UTILITIES, DRAINAGE STRUCTURES, ETC.

REVERTIBLE EASEMENT: PORTIONS OF PRIVATE PROPERTY FOR WHICH THE COUNTY HAS ACQUIRED THE RIGHT TO CONSTRUCT AND MAINTAIN SUPPORTING SLOPES
AND STRUCTURES FOR THE ROADWAY.

TEMPORARY CONSTRUCTION EASEMENT: PORTIONS OF PRIVATE PROPERTY ON WHICH THE COUNTY HAS ACQUIRED THE RIGHT TO OCCUPY AND GRADE ON DURING
THE PERIOD OF CONSTRUCTION.

THE CONTRACTOR SHALL VERIFY THE DEPTHS OF THE UTILITIES TO CHECK IF THERE IS THE MINIMUM 30" OF COVER BEFORE USING VIBRATORY EQUIPMENT OVER
WATER UTILITIES.

THE CONTRACTOR WILL NEED TO TAKE TEST PITS OF THE EXISTING WATER SERVICES AND WATER MAINS AT LOCATIONS OF FULL DEPTH PAVEMENT TO AVOID
CONFLICTS.

INSPECTION SEQUENCE NOTES

CONTRACTOR SHALL NOTIFY THE CARROLL COUNTY BUREAU OF PERMITS AND INSPECTIONS AT 410—-386—-2674, AT LEAST ONE DAY PRIOR TO BEGINNING ANY
WORK.

2. COMPLIANCE INSPECTIONS ARE REQUIRED AT THE ESTABLISHMENT OF SUB-GRADES STAGE, THE COMPLETION OF GRADING STAGE AND FINAL COMPLETION OF ALL
WORK SHOWN ON PLANS. IT IS THE CONTRACTOR’S RESPONSIBILITY TO CONTACT THE CARROLL COUNTY BUREAU OF PERMITS AND INSPECTIONS AT 410-386-2674
UPON COMPLETION OF EACH PHASE OF CONSTRUCTION.

3. CONTRACTOR SHALL NOTIFY CARROLL COUNTY BUREAU OF RESOURCE MANAGEMENT, ENVIRONMENTAL INSPECTION SERVICES DIVISION AT 410-386-2210 PRIOR TO
BEGINNING ANY WORK. ALL FOREST CONSERVATION PLAN DEVICES MUST BE IN PLACE PRIOR TO ANY CONSTRUCTION.

4. FINAL LANDSCAPING INSPECTION SHALL BE ARRANGED THROUGH BUREAU OF RESOURCE MANAGEMENT, ENVIRONMENTAL SERVICES DIVISION AT 410-386-2210 BY
THE CONTRCTOR OR AGENT. WRITTEN APPROVAL FROM THE LANDSCAPE REVIEW SPECIALIST, BUREAU OF RESOURCE MANAGEMENT, MUST BE OBTAINED FOR ANY
DEVIATIONS FROM THE LANDSCAPING OR FOREST CONSERVATION PLAN OR MODIFICATIONS IN THE PLANT MATERIAL..

5. THE CONTRACTOR SHALL NOT PROCEED TO THE NEXT PHASE OF CONSTRUCTION UNTIL GIVEN APPROVAL OF PRIOR PHASES.

ABBREVIATIONS
A — GRADE CHANGE/ ALGEBRAIC DIFFERENCE
AASHTO — AMERICAN ASSOCIATION OF STATE HIGHWAY
AND TRANSPORTATION OFFICIALS

ADT — AVERAGE DAILY TRAFFIC SYMBOL LEGEND
B/L — BASELINE
gng* - SE‘%‘T”O”J”G OF ~ ALIGNMENT - RAILROAD SIGNAL
BP — ALIGNMENT BEGINNNING o RR MILEPOST
BVC — BEGIN VERTICAL CURVE =
BVCS — BEGIN VERTICAL CURVE STATION MAIL_BOX
BVCE — BEGIN VERTICAL CURVE ELEVATION © STORM MANHOLE
BVP — BEGINNING OF VERTICAL PROFILE
C.B. — CATCH BASIN [ GRATE INLET
SO -y & o
gégc — CONCRETE [®se TRAF. SIGNAL POLE
CIBTR./CAB. ~— CONTROL CABINET —— |
CORR./ — CORRECTION SIGN
CPI — CURVE POINT OF INTERSECTION TELE. JUNC. BOX
SuLv. GO ERT o POWER POLE
D — DEGREE OF CURVE o0—o LIGHT POLE
.y — DESIGN HOURLY VOLUME
DS — DESIGN SPEED X LAMP_POST
E.B. — EASTBOUND A GUY WIRE

— ELEVATION
toaTT — END OF ALIGNMENT B GUY POLE
Ep — ALIGNMENT END 3 CLEC. METER

— EXISTING .
EX' — EXTERNAL ] ELEC. JUNC. BOX

— END VERTICAL CURVE
N — END VERTICAL CURVE STATION B AC UNIT
EVCE — END VERTICAL CURVE ELEVATION S SAN. SEW. MH
EVP — END OF VERTICAL PROFILE
—F— — F”_L Ocn CLEAN OUT
G1 — GRADE 1 ™,
G2 — GRADE 2 <]
H.S.D. — HEADLIGHT SIGHT DISTANCE WATER VALVE
H /WALL — HEADWALL 4 WATER METER
HOR. — HORIZONTAL 5
HP — HIGH POINT FIRE HYDRANT
INV. - 'NEXIEGRTT © GAS VALVE
L — LENGTH
LVC — LENGTH OF VERTICAL CURVE IZI GAS METER
LP — LIGHT POLE
LOD — LIMIT OF DISTURBANCE ©® CAS MANHOLE
L.P. — LOW POINT © BOLLARD
MDSHA — MARYLAND STATE HIGHWAY ADMINISTRATION
M.P.H. — MILES PER HOUR e FLY STATION
N.B. — NORTHBOUND
N.T.S. — NOT TO SCALE
PCC — POINT OF COMPOUND CURVE BENCHMARK
BP — POINT OF BEGINNING
PC — POINT OF CURVATURE
P/ — POINT OF CROWN | FLARED END SECTION
POE — POINT OF ENDING
B — POINT OF INTERSECTION - FLOW DIRECTION
P /R — POINT OF ROTATION P | CENTERLINE OF DITCH

— POINT OF TANGENCY
e — POINT OF VERTICAL CURVATURE CURB OPENING INLET
PVI — POINT OF VERTICAL INTERSECTION b_“ﬂ CURB OPENING INLET
PVT — POINT OF VERTICAL TANGENCY
P /GE — PROFILE GRADE ELEVATION E CATCH BASIN (SINGLE)
P.G.L. — PROFILE GRADE LINE == CATCH BASIN (DOUBLE)
P /GL — PROFILE GROUND LINE
PP D eveRsE cuRE B | A
PRC - @ SOIL BORING
R — RADIUS
K — RATE OF CHANGE OF GRADE COMM COMM. LINE PAINT MARK
RCCP — REINFORCED CONCRETE PIPE e
D.S. — SATELLITE DISH ELEC. TRANSFORMER
SDWK By UGE ELECTRIC PAINT MARK
SB. — SOUTHBOUND G GAS LINE PAINT MARK
STA.sta - STATION
SSD — STOPPING SIGHT DISTANCE v WATERLINE PAINT MARK
SE — SUPERELEVATION O FENCE (CHAIN-LINK)
ST — SPIRAL TANGENT INTERSECT "
I Z TRAFFIC SIGNAL POLE v
TSP - AYYY Y Y Y Y Y Y Y Y Y
ToE — TEMPORARY CONSTRUCTION EASEMENT WOODLINE

— UTILITY BOX

X
3{5? — VERTICAL AB-1
V.O — VERTICAL CURVE
s — VERTICAL COMPOUND CURVE
Vece — VERTICAL COMPOUND CURVE ELEVATION TOWN OF MOUNT AIRY
VCCS — VERTICAL COMPOUND CURVE STATION 110 SOUTH MAIN STREET
VRC — VERTICAL REVERSE CURVE MOUNT AIRY
VRCS — VERTICAL REVERSE CURVE STATION MARYLAND
VRCE — VERTICAL REVERSE CURVE ELEVATION
WE. — WESTBOUND
SOUTH MAIN STREET
REVISIONS REGISTRATION STAMP ROUNDABOUT
MARK DATE DESCRIPTION AT INTERSECTION OF SOUTH MAIN STREET,

90% SUBMITTAL

NOT FOR CONSTRUCTION

CONVENTIONAL SIGNS

A. MORTON THOMAS AND ASSOCIATES, INC.
CONSULTING ENGINEERS
901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204
(410) 752-6552
EMAIL: AMTI@AMTENGINEERING.COM

AMT FILE NO. 20-0896.001
CARROLL COUNTY FILE NO. GRO-22-0001
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B CONSTRUCTION

EXIST. GROUND

P/GL
o < O KEYNOTES
VARIES |
L 35'-50 _ 1. 2" SURFACE COURSE - 9.5mm HMA SUPERPAVE PG64-22
‘ 2. 2" BINDER - 9.5mm HMA SUPERPAVE PG64-22
o o o - 3. 4" BASE COURSE — 25mm HMA SUPERPAVE PG64-22
: 10.0° : VARIES VARIES : 5.0 - "
[ TRAIL 57 ] 19.0' — 13.0'! 18.7 — 12.5' |, 37 | SIDEWALK | 4. 6" SUBBASE - CR-6 CRUSHER RUN
WB LANE | EB LANE | 5. COMBINATION CURB AND GUTTER TOWN STANDARD DETAIL R—13
| 6.

0

WIDTH OF BASE \—@
WIDENING VARIES
16,

t

SEE PLANS

TYPICAL SECTION

RISING RIDGE ROAD

STA. 10+32.00 TO STA. 1

1+74.73

fEXIST. GROUND

4" CONCRETE SIDEWALK WITH 4" CRUSHED STONE TOWN STANDARD
DETAIL R-05

7. TOP OF SUBGRADE
8. 8" CONCRETE CURB TOWN STANDARD DETAIL R-18

9. TYPE 'C’ COMBINATION CURB AND GUTTER MDSHA STD
MD-620.02-01

10.9" JOINTED PLAIN CONCRETE PAVEMENT — MIX #7

11. TRAIL — 1.5" 9.5mm SUPERPAVE SURFACE PG64-22/3" 25mm
SUPERPAVE BASE PG64-22/2" MIN. CR—6 CRUSHER RUN

EXIST. GROUND —\ / [

1. PLACE 4" TOPSOIL AND TURFGRASS ESTABLISHMENT FOR ALL
et SLOPES UNLESS OTHERWISE NOTED.
2. REVERSE GUTTER SLOPE FOR HIGH SIDE COMBINATION CURB AND
GUTTER.
R /W
R/W VARIES / 3. HOT MIX ASPHALT SURFACE AND BASE COURSE MATERIAL SHOULD
| Rtiirre MEET THE SPECIFICATIONS IN SECTIONS 901 AND 904 OF THE
- - 2008 MARYLAND DEPARTMENT OF TRANSPORTATION STANDARD
SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS.
, | 4. HOT MIX ASPHALT (HMA) SURFACE AND BASE COURSES SHOULD
1.0 10.0’ 1.0 VARIES VARIES BE PLACED IN ACCORDANCE WITH SECTION 504 OF THE 2008
| TRAIL 5.7 / 1.0 — 17.0’ 1.0 — 17.0" | | MARYLAND DEPARTMENT OF TRANSPORTATION STANDARD
- — — B LANE —— B LANE | | SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS.
5. GRADED AGGREGATE BASE IN ACCORDANCE WITH SECTIONS 501 OF
THE 2008 MARYLAND DEPARTMENT OF TRANSPORTATION
STANDARD SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS.
see sse C/CE SEE S/E 6. SAW CUTS ARE INCIDENTAL TO THE EXCAVATION.
1% raste PR\ TABLE fgxm. GROUND
———— e p—Y————— =\~ —_—] 1 T~ — ——r I
TYPICAL SECTION
RISING RIDGE ROAD
STA. 11+74.73 TO STA. 13+27.80
B CONSTRUCTION
P/GL
R/W R/W
VARIES
| 35'-50' N
VARIES VARIES
, 1.0 = 3.0 1.00 = 2.0 ,
1.0 10.0' 1.0’ VARIES VARIES VARIES 1.0 5.0 10
| TRAIL VARIES | | 13.0° — 14.0 4.0 - 13.0 | 130 - 180 |, 3.7 | SIDEWALK |
WB LANE SPLITTER | EB LANE |
ISLAND
‘ P /GE P/GE ' |
SEE S/E P.G.L.— . , — PG.L SEE S/E
1% [ P/R 2 2 P/R TABLE EXIST. GROUND TS-1
i — L ———— e~ T Ront fvey TOWN OF MOUNT AIRY
&::5'—10' i i 110 SOUTH MAIN STREET
SCALE: 1"=5' MOUNT AIRY
_@ MARYLAND
| C SOUTH MAIN STREET
REGISTRATION STAMP
REVISIONS ROUNDABOUT
MARK DATE DESCRIPTION AT INTERSECTION OF SOUTH MAIN STREET,

TYPICAL SECTION

RISING RIDGE ROAD

STA. 13+27.80 TO STA. 13+73.74

90% SUBMITTAL

SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD

NOT FOR CONSTRUCTION
A. MORTON THOMAS AND ASSOCIATES, INC.
CONSULTING ENGINEERS
901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204 DATE: FEBRUARY 2022 SCALE: 1"=5'
(410) 752-6552
EMAIL: AMT1@AMTENGINEERING.COM AMT FILE NO. 20-0896.001
CARROLL COUNTY FILE NO. GRO-22-0001 SHEET NO. 03 OF
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R /W

B CONSTRUCTION

I
I
EXIST. GROUND—\ I

P/GL
R/W
B 23 |
|
|
VARIES VARIES
11.75 - 13.0° 1.5 — 14.5 2.0’
SB LANE NB LANE |
I'I "I |
SEE S/E iéﬁf SEE S/E
TABLE TABLE EXIST. GROUND
SY
- o~ - - -
)

@_

WIDTH OF BASE

WIDENING VARIES

Q0 -4,
SEE PLANS
TYPICAL SECTION
SOUTH MAIN STREET LOCAL
STA. 20+85.01 TO STA. 21+35.46
B CONSTRUCTION
P /GL
R/W I R/W
| 23 | |
1.0 1.0
VARIES
2.0’ / 10.75 I 14.5 — 155 |, 2.0
| SB LANE | NB LANE
| I" | I'k
P /GE
EXIST. GROUND SEE S/E P/R-\\ SEE S/E ///r——EMST.GROUND
TABLE TABLE
A ————— . 3.
fffffff SN BT i T~/
i |
WIDTH OF BASE
WIDENING VARIES
7 -9,
SEE PLANS
VARIES
B 14.0' — 15.5' 2.0
NB LANE
SEE S/E
TABLE

— -

@_

TYPICAL SECTION

SOUTH MAIN STREET LOCAL

STA. 21+35.46 TO STA. 21+55.00

EXIST. GROUND
—J:7 /

WIDTH OF BASE
WIDENING VARIES
4’ _7’,

SEE PLANS

STA. 21+35.46 TO STA. 21+48.73

O KEYNOTES

GENERAL NOTES

1. 2" SURFACE COURSE — 9.5mm HMA SUPERPAVE PG64-22 1.
2. 2" BINDER — 9.5mm HMA SUPERPAVE PG64—22
3. 4" BASE COURSE — 25mm HMA SUPERPAVE PG64-—22 &
4, 6” SUBBASE — CR-6 CRUSHER RUN 3.
5. COMBINATION CURB AND GUTTER TOWN STANDARD DETAIL R—13
6. 4” CONCRETE SIDEWALK WITH 4” CRUSHED STONE TOWN STANDARD

DETAIL R—05 4
7. TOP OF SUBGRADE

8. 8" CONCRETE CURB TOWN STANDARD DETAIL R—18

9. TYPE 'C’ COMBINATION CURB AND GUTTER MDSHA STD 3.
MD-620.02-01

10. 9" JOINTED PLAIN CONCRETE PAVEMENT — MIX #7
11. TRAIL — 1.5" 9.5mm SUPERPAVE SURFACE PG64-22/3" 25mm

PLACE 4" TOPSOIL AND TURFGRASS ESTABLISHMENT FOR ALL
SLOPES UNLESS OTHERWISE NOTED.

REVERSE GUTTER SLOPE FOR HIGH SIDE COMBINATION CURB AND
GUTTER.

HOT MIX ASPHALT SURFACE AND BASE COURSE MATERIAL SHOULD
MEET THE SPECIFICATIONS IN SECTIONS 901 AND 904 OF THE
2008 MARYLAND DEPARTMENT OF TRANSPORTATION STANDARD
SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS.

. HOT MIX ASPHALT (HMA) SURFACE AND BASE COURSES SHOULD

BE PLACED IN ACCORDANCE WITH SECTION 504 OF THE 2008
MARYLAND DEPARTMENT OF TRANSPORTATION STANDARD
SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS.

GRADED AGGREGATE BASE IN ACCORDANCE WITH SECTIONS 501 OF
THE 2008 MARYLAND DEPARTMENT OF TRANSPORTATION
STANDARD SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS.

SAW CUTS ARE INCIDENTAL TO THE EXCAVATION.

SUPERPAVE BASE PG64-22/2" MIN. CR—-6 CRUSHER RUN

B CONSTRUCTION

P /GL
R /W R /W
B 23’ |
|
1.0 1.0’
VARIES VARIES
| 2.0 10.7° = 13.7° o 154" — 21.0° 20
[ SB LANE P NB LANE
‘/ P /GE '
SEE S/E SEE S/E
EXIST. GROUND et P/R'“\ TABLé EYIST CROUND
_ - - |— — . N 1} — | _ _ _= _—— — — -
— \ X — ]
TYPICAL SECTION
SOUTH MAIN STREET LOCAL
STA. 21+55.00 TO STA. 22+11.06
B CONSTRUCTION
P /GL
R /W
| 23 I
l | VARIES VARIES
1.5 - 2.0— .57 = 20 ,
' .00 50 I 1.0 VARIES VARIES VARIES 1.0 50 -0
SIDEWALK | 3.7] 4] 11.0° = 14.0° 4.0° — 15.0° 11.0° = 22.0° _»I<_3017_S®EWALK7I
SB LANE SPLITTER NB LANE
ISLAND
I '
| P/GE P/GE
SEE S/E P.G.LJ S __PG.L. SEE S/E
TABLE  P/R —E P /R TABLE 2% EXIST. GROUND
e | — - T N | 37 /
——f—f—F B e T v A— ———= "\ T —— =1

TYPICAL SECTION

SOUTH MAIN STREET LOCAL
STA. 22+11.06 TO STA. 22+52.45

0 5' 10'
T ——
SCALE: 1"=5'

TS-2
O AT 5 TOWN OF MOUNT AIRY
.’ £ 110 SOUTH MAIN STREET
MOUNT AIRY
MARYLAND

MARK

DATE

REVISIONS

DESCRIPTION

REGISTRATION STAMP

90% SUBMITTAL

NOT FOR CONSTRUCTION

A. MORTON THOMAS AND ASSOCIATES, INC.
CONSULTING ENGINEERS
901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204
(410) 752-6552
EMAIL: AMTI@AMTENGINEERING.COM

SOUTH MAIN STREET

ROUNDABOUT
AT INTERSECTION OF SOUTH MAIN STREET,
SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD

TYPICAL SECTIONS
DATE: FEBRUARY 2022 SCALE: 1"=5'
AMT FILE NO. 20-0896.001
CARROLL COUNTY FILE NO. GRO-22-0001 SHEET NO. 04 OF 46




O KEYNOTES

GENERAL NOTES

—_—

SURFACE COURSE — 9.5mm HMA SUPERPAVE PG64-22 1.

PLACE 4" TOPSOIL AND TURFGRASS ESTABLISHMENT FOR ALL
SLOPES UNLESS OTHERWISE NOTED.

2”
2. 2" BINDER — 9.5mm HMA SUPERPAVE PG64—22
) 2. REVERSE GUTTER SLOPE FOR HIGH SIDE COMBINATION CURB AND
3. 4" BASE COURSE — 25mm HMA SUPERPAVE PG64—22 GUTTER.
4. 6" SUBBASE — CR-6 CRUSHER RUN 3. HOT MIX ASPHALT SURFACE AND BASE COURSE MATERIAL SHOULD
MEET THE SPECIFICATIONS IN SECTIONS 901 AND 904 OF THE
6. 4” CONCRETE SIDEWALK WITH 4" CRUSHED STONE TOWN STANDARD SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS.
DETAIL R-05 4. HOT MIX ASPHALT (HMA) SURFACE AND BASE COURSES SHOULD
7. TOP OF SUBGRADE BE PLACED IN ACCORDANCE WITH SECTION 504 OF THE 2008
i MARYLAND DEPARTMENT OF TRANSPORTATION STANDARD
8. 8" CONCRETE CURB TOWN STANDARD DETAIL R-18 SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS.
9. TYPE 'C' COMBINATION CURB AND GUTTER MDSHA STD 5. GRADED AGGREGATE BASE IN ACCORDANCE WITH SECTIONS 501 OF
5 CONSTRUCTION MD—-620.02—-01 THE 2008 MARYLAND DEPARTMENT OF TRANSPORTATION
. STANDARD SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS.
P /GL 10.9” JOINTED PLAIN CONCRETE PAVEMENT — MIX #7
) ) 6. SAW CUTS ARE INCIDENTAL TO THE EXCAVATION.
11. TRAIL — 1.5" 9.5mm SUPERPAVE SURFACE PG64-22/3" 25mm
SUPERPAVE BASE PG64-22/2" MIN. CR-6 CRUSHER RUN
R/W
VARIES d
L 120'— 230’ N
|
| VARIES |
| 26.0° — 27.0° VARIES | 230
- g I VARIES ‘
: , , 20 - 30 , ,
1.0 : 1.0 1.0 1.0 , 1.0
10.0 VARIES VARIES 10.0
‘ . TRAIL 37 / B 12.0° — 13.0° 1 13.0° Il 16.0' — 24.0° Tas 1.0’ e 11.0° || vARIES | TRAIL |
| SB LANE SB LANE SPLITTER ISLAND NB LANE NB LANE |
P /GE P/GE
SEE S/E SEE S/EP.GL.— 2% 2% -P.G.L.  SEE S/E SEE S/E
EXIST. GROUND—\L 19 TABLé TABLE PR 2% _2% Ry TABLE Lot 1%
ffffffffffff fﬁj/“ihiiii‘i S [ SE— i — — T T ] ‘ - — ﬁ;’"’*P***’**** |
— ) i LL \ i u — |
@_ _@ @_ /‘»EXVST. GROUND
TYPICAL SECTION
SOUTH MAIN STREET NORTH LEG
STA. 30+80.06 TO STA. 31+00.77
B CONSTRUCTION
P /GL
R/W
VARIES 4
| 120 =230’
- =]
| VARIES [
[ 25.0" — 26.0° VARIES 23.0° |
| VARIES VARIES
1.0" — 3.0 1.0 — 2.0°
1.0 5 ¢ 1.0 VARIES VARIES 1.0 50 0
| | SIDEWALK 37 || 12.0° L 12.0 — 13.0’ NN 40 — 16.0 /L 1.0’ _ 1.0’ _ | | VARIES | SIDEWALK |
| SB LANE SB LANE SPLITTER ISLAND NB LANE NB LANE |
| ‘ ‘ ' ' |
@ P /GE P /GE
SEE S/E SEE S/E P.G.L.— 2% 2% —P.G.L. SEE S/E SEE S/E
EXIST. GROUND 09 TABLé TABLE P /R P /R TABLE TABLé 2% 5
N == \ — | ~— _
\\ I
@_, _® @_ T ‘ //EXIST. GROUND
TYPICAL SECTION
SOUTH MAIN STREET NORTH LEG
STA. 31+00.77 TO STA. 31+37.62 TS-3
B9 g
AROUNT ATRY TOWN OF MOUNT AIRY
110 SOUTH MAIN STREET
MOUNT AIRY
0 5 10 MARYLAND
e e —
SCALE: 1"=5'
SOUTH MAIN STREET
REGISTRATION STAMP
REVISIONS ROUNDABQUT
MARK DATE DESCRIPTION AT INTERSECTION OF SOUTH MAIN STREET,

90% SUBMITTAL

NOT FOR CONSTRUCTION

A. MORTON THOMAS AND ASSOCIATES, INC.
CONSULTING ENGINEERS
901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204
(410) 752-6552
EMAIL: AMTI@AMTENGINEERING.COM

SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD
TYPICAL SECTIONS

DATE: FEBRUARY 2022
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O KEYNOTES

GENERAL NOTES

" SURFACE COURSE - 9.5mm HMA SUPERPAVE PG64-22 1.
" BINDER — 9.5mm HMA SUPERPAVE PG64-22

" BASE COURSE - 25mm HMA SUPERPAVE PG64-22
" SUBBASE - CR-6 CRUSHER RUN 3.
COMBINATION CURB AND GUTTER TOWN STANDARD DETAIL R-13

4" CONCRETE SIDEWALK WITH 4" CRUSHED STONE TOWN STANDARD
DETAIL R—05 4

7. TOP OF SUBGRADE
8. 8" CONCRETE CURB TOWN STANDARD DETAIL R-18

I T o
o A NN

PLACE 4" TOPSOIL AND TURFGRASS ESTABLISHMENT FOR ALL
SLOPES UNLESS OTHERWISE NOTED.

REVERSE GUTTER SLOPE FOR HIGH SIDE COMBINATION CURB AND
GUTTER.

HOT MIX ASPHALT SURFACE AND BASE COURSE MATERIAL SHOULD
MEET THE SPECIFICATIONS IN SECTIONS 901 AND 904 OF THE
2008 MARYLAND DEPARTMENT OF TRANSPORTATION STANDARD
SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS.

. HOT MIX ASPHALT (HMA) SURFACE AND BASE COURSES SHOULD

BE PLACED IN ACCORDANCE WITH SECTION 504 OF THE 2008
MARYLAND DEPARTMENT OF TRANSPORTATION STANDARD
SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS.

EXIST. GF\’OUND—\

EXIST. GROUND—\

9. TYPE 'C' COMBINATION CURB AND GUTTER MDSHA STD 5. GRADED AGGREGATE BASE IN ACCORDANCE WITH SECTIONS 501 OF
MD-620.02-01 THE 2008 MARYLAND DEPARTMENT OF TRANSPORTATION
\ STANDARD SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS.
10.9" JOINTED PLAIN CONCRETE PAVEMENT — MIX #7
B CONSTRUCTION ) ) 6. SAW CUTS ARE INCIDENTAL TO THE EXCAVATION.
B /oL 11. TRAIL — 1.5” 9.5mm SUPERPAVE SURFACE PG64-22/3" 25mm
SUPERPAVE BASE PG64-22/2" MIN. CR—6 CRUSHER RUN
|
R/W R/W
/ VARIES f
| 60'-1120" |
| VARIES |
| B 23.0 - 25.0° y 23.0 — |
.00 5 ¢ 1.0 VARIES VARIES 1.0 50 1.0
|| SIDEWALK |, 3.7 |[,_ 11.00 — 12.0 e 11.0° = 12.0° | 11.0° e 11.0° Ll 37 | SIDEWALK |
SB LANE SB LANE NB LANE NB LANE
[ [
[ [
C P /GE :
SEE S/E SEE S/E g e SEE S/E SEE S/E EXIST. GROUND
Ly 2% TABLE TABLE _\ TABLE TABLE 2% 3 f
B ——— 5 - . — JABLE B o —T % S
— 1 ! \ —
\ \
WIDTH OF BASE
WIDENING VARIES
0 - 32,
TYPICAL SECTION 9 - 32
SOUTH MAIN STREET NORTH LEG
STA. 31+37.62 TO STA. 33+00.00
B CONSTRUCTION
P /GL
|
W R/W
/ VARIES /
| 60'-120° |
[ [
| 23.0° - 23.0' _ |
‘ 10 < g 1.0 1.0’ e 1.0 ‘
SIDEWALK | | || 1.0 1.0 1.0 1.0’ \| 37 | SIDEWALK |
| SB LANE SB LANE NB LANE NB LANE |
' ORI ' t t @ '
P /GE EXIST. GROUND
A i» 2% 2% <—2%— 3 f
- - 577 L 2% . — i» T — 1 7,:|li17ii - _—
/! e ! —
[ ) | Y
WIDTH OF BASE]: C : WIDTH OF BASE
WIDENING VARIES, WIDENING VARIES
o - 5 20— 22,
SEE PLANS SEE PLANS
I TS-4
EXIST. CURB AND SIDEWALK TO REMAIN =
JJ{R ,,,,, B - Fouk dy TOWN OF MOUNT AIRY
- -' ¥ 110 SOUTH MAIN STREET
MOUNT AIRY
STA. 33+50 TO STA. 34+39.50 . . ” MARYLAND
TYPICAL SECTION ——e et
SOUTH MAIN STREET NORTH LEG
REVISIONS REGISTRATION STAMP SOUTH MAIN STREET
STA. 33+00.00 TO STA. 34+39.50 ROUNDABOUT
v S ESCRIPTION AT INTERSECTION OF SOUTH MAIN STREET,

90% SUBMITTAL

NOT FOR CONSTRUCTION

A. MORTON THOMAS AND ASSOCIATES, INC.
CONSULTING ENGINEERS
901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204
(410) 752-6552
EMAIL: AMTI@AMTENGINEERING.COM

SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD

TYPICAL SECTIONS
DATE: FEBRUARY 2022 SCALE: 1"=5
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1. 2" SURFACE COURSE — 9.5mm HMA SUPERPAVE PG64-22 1. PLACE 4" TOPSOIL AND TURFGRASS ESTABLISHMENT FOR ALL
. SLOPES UNLESS OTHERWISE NOTED.
2. 2" BINDER — 9.5mm HMA SUPERPAVE PG64-22
) 2. REVERSE GUTTER SLOPE FOR HIGH SIDE COMBINATION CURB AND
3. 4" BASE COURSE — 25mm HMA SUPERPAVE PG64—22 GUTTER.
4. 68" SUBBASE — CR-6 CRUSHER RUN 3. HOT MIX ASPHALT SURFACE AND BASE COURSE MATERIAL SHOULD
MEET THE SPECIFICATIONS IN SECTIONS 901 AND 904 OF THE
6. 4" CONCRETE SIDEWALK WITH 4" CRUSHED STONE TOWN STANDARD SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS
DETAIL R-05 4. HOT MIX ASPHALT (HMA) SURFACE AND BASE COURSES SHOULD
7. TOP OF SUBGRADE BE PLACED IN ACCORDANCE WITH SECTION 504 OF THE 2008
i MARYLAND DEPARTMENT OF TRANSPORTATION STANDARD
8. 8" CONCRETE CURB TOWN STANDARD DETAIL R-18 SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS.
9. TYPE 'C’ COMBINATION CURB AND GUTTER MDSHA STD 5. GRADED AGGREGATE BASE IN ACCORDANCE WITH SECTIONS 501 OF
MD—-620.02—-01 THE 2008 MARYLAND DEPARTMENT OF TRANSPORTATION
CONSTRUCTION i STANDARD SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS.
2 P /GL 10.9" JOINTED PLAIN CONCRETE PAVEMENT — MIX #7
. . 6. SAW CUTS ARE INCIDENTAL TO THE EXCAVATION.
11. TRAIL — 1.5" 9.5mm SUPERPAVE SURFACE PG64-22/3" 25mm
SUPERPAVE BASE PG64—22/2" MIN. CR—-6 CRUSHER RUN
VARIES
| 150'~180 |
VARIES ‘
240 — 250 VARIES | 27.0' |
| - . ol
I |VARIES [
o’ 1.0’ 1.0’ 10 = 30 1.0’ 1.0’
10.0 VARIES VARIES [ 5.0
/ TRAIL VARIES } - 1.0 — 12.0 . 12.0° _ \ 4.0 - 12.0 N 13.0° . 13.0° _ \ - 3.7 - SIDEWALKV \ ‘
NB LANE NB LANE SPLITTER ISLAND SB LANE SB LANE
| |
|
I ‘ ‘ P/GE | P/GE ' f
vy POL 2% 2% P. - Doz
‘ 4’2;%— i | ) - \—2% <,4|
—F— — | —— =
| e T~ |
‘ 1.0 | ‘
I 2.0° T T e

R/W

TYPICAL SECTION

SOUTH MAIN STREET EAST LEG

STA. 40+80.00 TO STA. 41+45.10

B CONSTRUCTION

STA. 41+16.21 TO STA. 41+45.10

EXIST. GROUND

/—EXIST. GROUND

P /GL
R/W
VARIES /
| 150'-180’ |
B 240’ s 27.0° - !
| 1.0’ !
| J ) .
1.0 0.0 1.0
[ TRAIL VARIES / B 1.0 L 12.0° | 13.0° L 13.0° “\ |20
NB LANE NB LANE SB LANE SB LANE
[
! |
| P /GE
1%
! 2% 2% _2% 2% ‘
L s B E— E——— T — ——— ———, .
——— |
| ®_ S~ EXIST. GROUND |
| mm——— Z/_
EXIST. GROUND \\\\\\““\\\\\
o TS-5
- TYPICAL SECTION
SOUTH MAIN STREET EAST LEG TOWN OF MOUNT AIRY
STA. 41+45.10 TO STA. 41+74.96 110 SOUTH MAIN STREET
MOUNT AIRY
0 5 10 MARYLAND
e — S —
SCALE: 1"=5'
SOUTH MAIN STREET
REGISTRATION STAMP
REVISIONS ROUNDABQUT
MARK DATE DESCRIPTION AT INTERSECTION OF SOUTH MAIN STREET,

90% SUBMITTAL

NOT FOR CONSTRUCTION

A. MORTON THOMAS AND ASSOCIATES, INC.
CONSULTING ENGINEERS
901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204
(410) 752-6552
EMAIL: AMTI@AMTENGINEERING.COM

SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD

TYPICAL SECTIONS
DATE: FEBRUARY 2022 SCALE: 1"=5
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B C

ONSTRUCTION

WIDTH OF BASE
WIDENING VARIES

- fEXIST. GROUND

—_

P/GL
W
/ VARIES
| 150°-180’
VARIES VARIES
| B 235" — 24.0 | 23.0'-27.0' _ |
| [
1.0’ , 1.0’
10.0 10 VARIES VARIES VARIES
/ TRAIL 5.7 / ‘ 11.5" - 12.0° 12.0° — 13.0 11.0° = 14.0 8’
NB LANE NB LANE SB LANE SB LANE
| [
P /GE
—* 2% - ] 2% 2%
L 1 — — — — R B = — = o 6%
— —F - r - — e =
| [
| [

o=

Ve e sy

TYPICAL SECTION

SOUTH MAIN STREET EAST LEG

STA. 41+74.96 TO STA. 44+50.15

P/GL
48’
CENTRAL ISLAND RADIUS
1 o 15.5 15.5 1o
— CIRCULATORY CIRCULATORY ' 23.3 24.7'
2.0 TRAVEL LANE TRAVEL LANE TRUCK APRON CENTRAL ISLAND
SEE S/E SLOPE VARIES
P/GE SEE S/E TABLE
P/R TABLE R
l T \
—f * I

1.0 5'01
| _SIDEWALK | _ 3.7

‘@@j

STA. 50+70.46 TO STA. 51+35.27

L@

i

TYPICAL SECTION - ROUNDABOUT

STA. 50+00 TO STA. 55+05

=

0 -3 -
| SEE PLANS
|
|
1.0" |
2.0
1. 2" SURFACE COURSE — 9.5mm HMA SUPERPAVE PG64-22
-
J: "
— “T\\\\i EXIST GROUND 2. 2" BINDER — 9.5mm HMA SUPERPAVE PG64-22
‘ N \\\\\\f 3. 4" BASE COURSE - 25mm HMA SUPERPAVE PG64-22
T~ 4. 6" SUBBASE - CR-6 CRUSHER RUN
WIDTH OF BASE 5. COMBINATION CURB AND GUTTER TOWN STANDARD DETAIL R-13
WIDENING VARIES " "
S 6. 4" CONCRETE SIDEWALK WITH 4" CRUSHED STONE TOWN STANDARD
SEE PLANS DETAIL R-05

STA. 41+74.96 TO STA. 41+98.22

1.

10.

7. TOP OF SUBGRADE

8" CONCRETE CURB TOWN STANDARD DETAIL R-18

9. TYPE 'C' COMBINATION CURB AND GUTTER MDSHA STD

MD-620.02-01
9" JUOINTED PLAIN CONCRETE PAVEMENT — MIX #7
TRAIL — 1.5" 9.5mm SUPERPAVE SURFACE PG64-22/3" 25mm

SUPERPAVE BASE PG64-22/2" MIN. CR-6 CRUSHER RUN

GENERAL NOTES

PLACE 4" TOPSOIL AND TURFGRASS ESTABLISHMENT FOR ALL
SLOPES UNLESS OTHERWISE NOTED.

REVERSE GUTTER SLOPE FOR HIGH SIDE COMBINATION CURB AND
GUTTER.

HOT MIX ASPHALT SURFACE AND BASE COURSE MATERIAL SHOULD
MEET THE SPECIFICATIONS IN SECTIONS 901 AND 904 OF THE
2008 MARYLAND DEPARTMENT OF TRANSPORTATION STANDARD
SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS.

HOT MIX ASPHALT (HMA) SURFACE AND BASE COURSES SHOULD
BE PLACED IN ACCORDANCE WITH SECTION 504 OF THE 2008
MARYLAND DEPARTMENT OF TRANSPORTATION STANDARD
SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS.

GRADED AGGREGATE BASE IN ACCORDANCE WITH SECTIONS 501 OF
THE 2008 MARYLAND DEPARTMENT OF TRANSPORTATION
STANDARD SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS.

SAW CUTS ARE INCIDENTAL TO THE EXCAVATION.

0 5' 10'
T ——
SCALE: 1"=5'

TS-6
O AT 5 TOWN OF MOUNT AIRY
.’ £ 110 SOUTH MAIN STREET
MOUNT AIRY
MARYLAND

MARK

REVISIONS

DATE DESCRIPTION

90% SUBMITTAL

NOT FOR CONSTRUCTION

REGISTRATION STAMP

A. MORTON THOMAS AND ASSOCIATES, INC.
CONSULTING ENGINEERS
901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204
(410) 752-6552
EMAIL: AMTI@AMTENGINEERING.COM

SOUTH MAIN STREET

ROUNDABOUT
AT INTERSECTION OF SOUTH MAIN STREET,
SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD

TYPICAL SECTIONS
DATE: FEBRUARY 2022 SCALE: 1"=5
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RISING RIDGE ROAD SUPERELEVATION

NOT TO SCALE

B CONSTRUCTION

P/GL
A B |
WB LANE EB LANE
P/GE
P/R

STA. 10+32.00 TO STA. 13+27.80

B CONSTRUCTION

o

P /GL
A B
WB LANE EB LANE
P /GE P /GE
PG.L P.G.L.
P /R P /R
STA. 13+27.80 TO STA. 13+73.74
DS = 25 MPH

E MAX = 0.06

C FACTOR = 0.000315

STATION A B REMARKS
10+32.00 —2.00% —2.00% FIRST NORMAL SECTION
12+08.14 —2.00% —2.00% LAST NORMAL SECTION
12+72.14 0.00% 0.00% LEVEL SECTION
15+356.14 +2.00% +2.00%

15+68.14 +3.00% +3.00% FIRST REVERSE SECTION

S. MAIN STREET LOCAL SUPERELEVATION

NOT TO SCALE

B CONSTRUCTION

S. MAIN STREET —

NORTH LEG SUPERELEVATION

NOT TO SCALE

B CONSTRUCTION

P /GL
| A B
SB LANE NB LANE
P/GE
P/F\’
T —T
STA. 20+85.01 TO STA. 22+11.06
B CONSTRUCTION
P /GL
| A | B
SB LANE NB LANE
P /GE P /GE
P.G.L. P.G.L.
P/R P/F\’
STA. 22411.06 TO STA. 22+52.45
DS = 25 MPH

E MAX = 0.06

C FACTOR = 0.000315

STATION A B REMARKS
20+85.01 —2.00% —2.00% FIRST NORMAL SECTION
21+49.99 —2.00% LAST NORMAL A
21+97.99 —2.00% LAST NORMAL B
22+15.99 0.00% LEVEL SECTION A
22+45.99 +1.00% —0.50%

S. MAIN STREET — EAST LEG SUPERELEVATION

NOT TO SCALE

B CONSTRUCTION

P/GL P/CL
A B A B
SB LANES NB LANES NB LANES SB LANES
P /GE P /GE P /GE P /GE
PG.L. — PGL. PG.L. — PG.L.
P/R \ P /R P/R \ P/R
STA. 30+80.06 TO STA. 31+37.62 STA. 40+80.00 TO STA. 41+45.10
B CONSTRUCTION B CONSTRUCTION
P/GL P/GL
A B A B
SB LANES NB LANES NB LANES SB LANES
P /GE P /GE
P/R P/R
el e
STA. 31+37.62 TO STA. 34+39.50 STA. 41+45.10 TO STA. 44+50.15
DS = 25 MPH
F MAX = 0.06 DS = 25 MPH
C FACTOR = 0.000315 E MAX = 0.06
STATION A B REMARKS C FACTOR = 0.000315
30+80.08 +1.50% —1.00% FIRST PLANE INCLINE STATION A B REMARKS
31+12.08 —2.00% FIRST NORMAL B 40+80.00 —3.00% —3.00%
31+25.33 0.00% LEVEL A 414+12.00 —2.00% —2.00% FIRST NORMAL SECTION
31+92.08 —2.00% FIRST NORMAL A
ROUNDABOUT SUPERELEVATION
NOT TO SCALE
B CONSTRUCTION
P /GL
A A
CIRCULATORY ROADWAY TRUCK APRON
P /GE
P/R —
DS = 20 MPH
F MAX = 0.06
C FACTOR = 0.000315 P/R
STATION A REMARKS (
+) ()
50+00.00 +2.49% IN TRANSITION
50+15.00 +3.00% FIRST REVERSE SECTION
50+ 75.00 +3.00% LAST REVERSE SECTION () (~)
51471.00 0.00% LEVEL SECTION
52+67.00 —3.00% FIRST NORMAL SECTION
53+27.00 —3.00% LAST NORMAL SECTION
54+23.00 0.00% LEVEL SECTION TYPICAL SIGN CONVENTION
55+02.65 +2.49% IN TRANSITION
TS-7
TOWN OF MOUNT AIRY
110 SOUTH MAIN STREET
MOUNT AIRY
0 5 10 MARYLAND
e e —
SCALE: 1"=5'
SOUTH MAIN STREET
REGISTRATION STAMP
REVISIONS ROUNDABQUT
VARKT DATE DESCRIPTION AT INTERSECTION OF SOUTH MAIN STREET,

90% SUBMITTAL

NOT FOR CONSTRUCTION

A. MORTON THOMAS AND ASSOCIATES, INC.
CONSULTING ENGINEERS
901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204
(410) 752-6552
EMAIL: AMTI@AMTENGINEERING.COM

SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD
TYPICAL SECTIONS

DATE: FEBRUARY 2022

AMT FILE NO. 20-0896.001
CARROLL COUNTY FILE NO. GRO-22-0001

SCALE: 1"=5%'
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SLOPE GUTTER PAN 1/2” PER
FOOT TOWARD FLOW LINE ON
ALL ROADWAYS INCLUDING
SUPERELEVATED SECTIONS

FLOW LINE \ 1" _ 22

EXCEPT INTERCHANGE RAMPS — 00
A -1 - 4 4 .1 °
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PAVEMENT o % [ ¢ /4 Loy S R
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o o)
o ) Q - ] C)\\\\ 5 & (]
S.H.A. MIX #2 CONCRETE / \ STONE BASE — CLEAN

CRUSHED STONE, ASTM
NO. 57 OR EQUAL

NOTES:
1. MAXIMUM JOINT SPACING = 10— 0"

COMBINATION CONCRETE CURB & GUTTER

1!’_.

FPAVEMENT ~/

10~
DEPTH

8" CONCRETE CURB

(MSHA TYPE A)
NTS

NOTE:

N.T.S.

JOINT SPACING FOR CONCRETE CURBS
= 10 FEET

By: Da
The_J) of Mount Airy, Maryland | 8” COMBINATION MDH 7/7_1 (e
' CONCRETE CURB & Standard Deta
APPROVED GUTTER R—13

Jrin

af Mount Airy, Maryland

i
ARPROVED”

8" CONCRETE
CURB

By:

e | 88/l

Stonda:é Détai!
No.
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o
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The Town.gf Mount Airy, Maryland

APPROVED

COMBINATION CURB, GUTTER

By:
MD

6/3?711

GRASS STRIP, AND SIDEWALK
NORMAL CONSTRUCTION

1}
Standard Detail ho.

R-05

DEPRESSED CURB FOR COMBINATION
CONCRETE CURB & GUTTER
FOR SIDEWALK RAMPS

DEPRESSED
CONCRETE CURB
FOR SIDEWALK RAMPS

(D SLOPE GUTTER PAN ',” PER FOOT TOWARD FLOW LINE ON ALL ROADWAYS INCLUDING SUPERELEVATED SECTIONS. EXCEPT
INTERCHANGE RAMPS.

(@ ROADWAY PAVEMENT SLOPE.

(® ROADWAY PAVEMENT CONSTRUCTION JOINT.

(@ PROVIDE LONGITUDINAL TIE DEVICE “J” BAR MODIFIED. REFER TO STANDARD NO MD 572.61.

() FLOW LINE.

NOTES

A. RIGID PAVEMENT ROADWAY ADJACENT TO COMBINATION CURB AND GUTTER AND CLOSED SECTION ROADWAY USING RIGID PAVEMENT

WITH COMBINATION CURB AND GUTTER SHALL BE KEYED AND TIED AT THE ROADWAY PAVEMENT CONSTRUCTION JOINT. REFER TO
STANDARD MD 572.61 FOR METHOD OF KEYWAY AND LONGITUDINAL TIE DEVICES. SPACING OF THE TIE BARS SHALL BE IN
ACCORDANCE WITH THE SPECIFICATIONS. RIGID PAVEMENT AND CURB SHALL BE CONSTRUCTED AS INDICATED. TIE DEVICES AND
KEYS ARE NOT REQUIRED WHEN USING FLEXIBLE PAVEMENT FOR ROADWAY.

. MAXIMUM JOINT SPACING FOR CONCRETE CURB AND COMBINATION CURB & GUTTER [S 10'. SEE SPECIFICATION FOR LOCATIONS

AND DESCRIPTION OF TREATMENT FOR THE TYPES OF JOINTS USED.

. PAYMENT FOR DEPRESSING THE CURB WILL BE INCIDENTAL TO THE CONTRACT UNIT PRICE BID PER LINEAR FOOT FOR

THE ITEM CONCRETE CURB OR COMBINATION CONCRETE CURB AND GUTTER. AS SPECIFIED IN THE CONTRACT DOCUMENTS.

*

PREFERRED 7 60" MIN. T SPECIAL CASE
24" MIN 24" MIN.  |NORMAL SIDEWALK
WIDTH < 48"
(SEE NOTE 2)
EXPANSON EXPANS [ON
JOINT JOINT
MATERTAL MATERIAL
s 655 MS‘ SIDEWALK
S SIDEWALK |\\WT2:1 MAX
~ >
PRS7ASZS7N
. ww GRASS OR GRASS OR
& :,Ewg; HARDSCAPE HARDSCAPE
== BUFFER BUFFER

[T

NRRRNRRRRNIN

CURB

BACK OF |~ GUTTER
CURB - —EAN.

FACE OF gxpmsmw_/
£o 0INT

JOIN
MATERTAL
== EE STANDARD MD-65
*
T 60" MIN. *7
RAMP RAMP

r

SUBSURFACE COMB

¥ - H = HEIGHT OF CURB
B = BUFFER WIDTH (BACK OF CURB
TO FRONT OF SIDEWALK)
T = TRANSITION LENGTH (LENGTH OF
RAMP FROM SIDEWALK TO LANDING)
T =112 x H) -8B
ALL MEASUREMENTS [N INCHES

DEPRESSED

-
[NAHONJ A*J LANDING

CONCRETE CURB & CGUTTER

ELEVATION
BACK OF .
CURB B 60" MIN.
FACE OF |

CURB

CURB OR

COMBINATION CURB &
GUTTER FOR SIDEWALK RAMPS

SEE STD. MD-620.03

NOTES

1. TO BE USED WHERE AT LEAST 7'-0" EXISTS BETWEEN THE BACK OF CURB AND THE BACK OF SIDEWALK.

MAY BE MODIFIED TO SUIT A PARTICU
2. WHERE 60" SIDEWALK CAN NOT BE PRO

PERPENDICULAR TO THE DIRECTION OF

4. EXPANSION JOINT MATERIAL SHALL BE INSTALLED IN ACCORDANCE WITH STD.

LAR LOCATION.

48:1 MAX
[72:1 MAX 78:1 MAX
—_—

N \ EXPANS [ON
JOINT
MATERIAL
PLAN gETECTAELE WARNING

SURFACE
5.40

GRADE TO
EXISTING
AS SHOWN

é{m PLANS

CONCRETE SIDEWALK RAMP

SECTION A-A

VIDED. A DESIGN WAIVER MUST BE REQUESTED.
3. NO TRAVERSABLE SLOPE ON THE RAMP OR SIDEWALK SHALL EXCEED 12:1 IN THE DIRECTION OF PEDESTRIAN TRAVEL. OR 48:1

PEDESTRIAN TRAVEL.

MD-655.01.

SURFACE TEXTURE
OF RAMPS SHALL BE
COARSE BROOMING
OR NON-SKID TYPE
SURFACE.

THIS STANDARD

5. SIDEWALK RAMPS TO BE SHOWN ON PLANS SYMBOLICALLY AND REFERENCED WITH THE CENTER OF THE RAMP ALIGNED TO A STATION
SEPARATE DETAILS SHALL BE SHOWN WHERE PROPOSED RAMP VARIES FROM STANDARD CASES.

ON THE CONSTRUCTION CENTERLINE.

6. FOR BUFFER WIDTHS LESS THAN 24",
PARALLEL RAMP USING STANDARD MD-6

7. TRANSITION PANELS TO TIE INTO EXISTING SIDEWALK MUST BE A MINIMUM OF 5'
THE LANDING AREA MUST BE 2% X 2%.

8. IF THE BUFFER AREA IS GREATER THA

WIDEN SIDEWALK TO BACK OF CURB AS SHOWN FOR THE SPECIAL CASE.

55.12.

N OR EQUAL TO 4

THAN 4’ THE LANDING AREA CROSS-SLOPE CANNOT EXCEED THE GRADE OF THE ROAD.

IN LENGTH

THEN BUILD

IF THE BUFFER AREA IS LESS

NOTES

EXPANS [ON
JOINT 24" 60" MIN. _ 24"
MATERIAL—\‘ ‘ ‘ ‘
FACE OF —
cuRB\GUTTER\ CUTTER
BACK OF PAN P
CURB [\
\ s @ @ @ ®© @ ©
<
- ~ @ e 06 @ 0 ©
=8 1 le o ofo o o
5=
3 =
— ?|= ==
(=]
g (T e e e ee
N Ll @ @ @ @
~
o o 7/ e © @
BACK or_/ / |
CURB CUTTER GUTTER
FACE OF __PAN PAN
CURB 14
DETECTABLE
WARNING EXPANS ION
SURFACE PLAN JOINT
SEE STD. MATERTAL
MD-655.40
BACK OF
24" 60" MIN. 24" CURB
|
CURB TRANSITION Mcgugg
VARIABLE SLOPE
CURB L ————— Aj ————— CURB
HEIGHT o e HEIGHT |
r o r o T ’
/ DEPRESSED CURB OR
SUBSURFACE COMBINATION _J COMBINATION CURB &
CONCRETE CURB & GUTTER A GUTTER METHOD 2
SEE STD. MD 620.03
ELEVATION

EXPANSION JOINT
MATERIAL

SECTION A-A

1. TO0 BE USED WHERE A STREET-LEVEL PEDESTRIAN CROSSING IS REQUIRED THROUGH RAISED MEDIANS OR RAISED
ISLANDS AND THERE IS INSUFFICIENT WIDTH TO PROVIDE A RAMPED MEDIAN OR ISLAND OPENING (STD.

2. EXPANSION JOINT MATERIAL SHALL BE INSTALLED IN ACCORDANCE WITH STANDARD MD-655.01.

3. CUT-THROUGH MEDIAN AND I[SLAND OPENINGS TO BE SHOWN ON PLANS SYMBOLICALLY AND REFERENCED WITH THE CENTER
OF THE OPENING ALIGNED TO A STATION ON THE CONSTRUCTION CENTERLINE.
PROPOSED OPENING VARIES FROM STANDARD METHODS.

4. WHERE 60" CUT THROUGHS CAN NOT BE PROVIDED A DESIGN WAIVER MUST BE REQUESTED.

MD-655.22).

SEPARATE DETAILS SHALL BE SHOWN WHERE

SPECFICATON | CATEGORY CODE ITENS Maryland Department of Transportation dos & eny | CATECCRY CODE TS Maryland Department of Transportation 603 & o1y | TGOy COPE MRS Maryland Department of Transportation
STATE HIGHWAY ADMINISTRATION N 3 STATE HIGHWAY ADMINISTRATION 3 STATE HIGHWAY ADMINISTRATION
APPROVED SREGTOR = OFFICE\OL: :@A\( SEVELGRVENT STANDARDS FOR HIGHWAYS AND INCIDENTAL STRUCTURES APPROVED DIRECTOR — OFFICE\ an ;%NAY DEVELOPMENT STANDARDS FOR HIGHWAYS AND INCIDENTAL STRUCTURES APPROVED DIRECTOR — OFFICE\ an ;%NAY DEVELOPMENT STANDARDS FOR HIGHWAYS AND INCIDENTAL STRUCTURES
- - DEPRESSED CURB FOR COMBINATION APPROVAL s  SHA APPROVAL * FEDERAL SIDEWALK RAMPS APPROVAL o  SHA APPROVAL * FEDERAL CUT_TH RQUGH
APPROVAL SHA APPROVAL FEDERAL
SM ____FEONS | oY ouNSTRATON CURB AND GUTTER AND DEPRESSED SM = T YRR T T COMBINATION SM e T T e e MEDIAN AND ISLAND OPENINGS
VYW 72516 Jromo 22516 CURB FOR SIDEWALK RAMPS StateHiohway e esas Jrvesssas il T T
S;gatl?l:hghway REVISED REVISED STAN DAR D N 0 . M D 6 2 0 . o 3 Adnwvisxrahmlg Way REVISED — REVISED — STAN DAR D N O . M D 6 5 5 -1 3 Adnwvisxrahmlg Way REVISED REVISED STAN DAR D N O . M D 6 5 5 . 2 1
REVISIONS REGISTRATION STAMP
MARK ] DATE DESCRIPTION

DE-1

90% SUBMITTAL

NOT FO

R CONSTRUCTION

A. MORTON THOMAS AND ASSOCIATES, INC.

CONSULTING ENGINEERS

901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204

(410) 752-6552
EMAIL: AMT1@AMTENGINEERING.COM

594 .
MOUNT AIRY

TOWN OF MOUNT AIRY

110 SOUTH MAIN STREET
MOUNT AIRY
MARYLAND

SOUTH MAIN STREET

ROUNDABOUT
AT INTERSECTION OF SOUTH MAIN STREET,
SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD

ROADWAY DETAILS

DATE: FEBRUARY 2022 SCALE:
AMT FILE NO. 20-0896.001
CARROLL COUNTY FILE NO. GRO-22-0001 SHEET NO. 10 OF

46



o235 | 235" | |
- ROAD SURFACE — 3 MIN 6" EARTH FLANGE (GROUND LINE MARKER)
BLUE RAISED b 1
< > CENTERLINE CONSTRUCTION PYMT mm\ VALVE BOX : ; e
'/_ (. f—222%1” THiCK
— & : CONCRETE COLLAR
LANE(S) N
] @ @ @ APPRS M'J'rscumm
io 6" EXTENSION
< :) : (IF REQUIRED)
‘ - : = CLASS B CONCRETE
& O— 5§ -
i o~
| h l_'l': 11 FITTINGS ON ANGLE WHERE
I ‘-\\ 4 CONCRETE BUTTRESS CANNOT
(: :) ( ) - | >=%{  BE USED EFFECTVELY.
: - / / [// T T T—TT1— &
] ) == —

O

[ LI I BB 0 1 VARIES
o—+ J@\ j ANl -

SH=T—= =

O
E%

|

"4
B

——0

\\_ dq E\%‘Er Ru?\'g% ‘ VALVE BOX | FLANGE (mgg) f.mr:\ﬁ‘_7 / .
i EE "\41._\“" ’/“ ’ L,
2 35" 5 35 —‘ ’ } @ 1-1/2" HOT MIX ASPHALT SUPERPAVE P e e CONGRETE, COLLAR
= | =I 9.5MM SURFACE (PG 64—22) & bcP. PPE LD
@ 3” HOT MIX ASPHALT SUPERPAVE (F RecuRED)
1. ARMOR—TILE, OR EQUI., CAST IN PLACE TACTILE SYSTEM TR 3" CR-6 SUBBASE
(SURFACE APPLIED NOT ACCEPTABLE) :
COLOR: FEDERAL YELLOW 1. COMPACTION TESTS REQUIRED: e BUTTRESS : STONE
MATERIAL: VITRIFIED POLYMER COMPOSITE ’
—SUBGRADE: 95% ]
2. MUST MEET ADA STANDARDS. —FINAL SURFACE: 92% NOTES: :
1. A CLASS B CONCRETE BUTTRESS MUST BE ALONG WITH THE USE OF APPROVED MECHANICAL
JOINT RESTRAINTS AT ALL JOINTS
ADA HAND|CAP RAMP DETECTABLE RES‘DENT[AI_ DR!\/EWAY 2. THE BLUE RAISED PAVEMENT MARKER IS TO BE 5 FROM THE CENTER LINE OF THE ROAD.
WARNING SURFACE SYSTEM (MSHA TYPE A)
NTS - FIRE HYDRANT SETTINGS
By: ate - By: ate . By: Dge
The n of Mount Airy, Maryland ADA HANDICAP MDH . ‘Ll/(D The Tow, Mount Airy, Maryland RESIDENTIAL MDH i 1_,40 The T Mount Airy, Maryland FIRE HYDRANT MDH &-6-\
0 . \TVQ,\I/?‘EIINDGETgC;é—B]E)% Standard Detail y DRIVEWAY :tandurd'oetan SETTINGS Stafidard Defall No:
- U A No. 0.
APPROVED SYSTEM R o '| '] APPROVED R _ O 6 APPROVED W_ O 2
¢ DRIVEWAY & EXPANSION JOINT
MIN 12’
CONTROL JOINT A ——— CONTROL JOINT
AT TRTW XPANSION JOINTS (TYP.)
A o SIDEWALK
o LT GRASS
Vi
A 1/2” UP
2-0" i
o 20'—0" SINGLE "
[ comB. Cconc.
CURB & GUTTER
SHA MIX #2 CONCRETE
o PERSPECTIVE VIEW
. SEE PLANS / 8'-0" .
1/2" PREFORMED EXPANSION |
JOINT MATERIAL |
6X6 WWF |
EXPANSION JOINT
HERE, IF CONC.
DRIVEWAY ABUTS
7” MIN. CONCRETE SLAB
4" STONE BASED—CLEAN
CRUSHED STONE, ASTM
NO. 57 OR EQUAL
COMPACTED SUBGRADE
SECTION A—A
CONCRETE DRIVEWAY APRON DE.2
NTS
894 -
M"“’” TOWN OF MOUNT AIRY
By: Dat " Al
The Towp”gf Mount Airy, Maryland CONCRETE MEH zif]o 110 SOUTH MAIN STREET
- DR'VEWAY APRON Stundqrd'Detéil MOUNT AlRY
b AN~ No. MARYLAND
APPROVED R—08
REVISIONS REGISTRATION STAMP SOUTH MAIN STREET
ROUNDABOUT

AT INTERSECTION OF SOUTH MAIN STREET,
SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD

MARK ] DATE DESCRIPTION

90% SUBMITTAL

ROADWAY DETAILS

NOT FOR CONSTRUCTION

A. MORTON THOMAS AND ASSOCIATES, INC.
CONSULTING ENGINEERS

901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204 DATE: FEBRUARY 2022 SCALE:
EMAIL;AMT/%(?AZ%}%%VEERWGCOM AMT FILE NO. 20-0896.001
CARROLL COUNTY FILE NO. GRO-22-0001 SHEET NO. 11 OF 46



o
00'0
QX
\
X \
A A0
S %
0. x
NN

02 CURVE TABLE BASELINE CONTROL COORDINATES
BM#D
F CURVE # BASELINE DELTA (A) DIRECTION RADIUS | LENGTH | TANGENT | EXTERNAL POINT # BASELINE STATION | ITEM | NORTHING EASTING
Ct RISING RIDGE ROAD 47°44'11.71" | S51°44'30.40"E | 220.00" | 183.30' | 97.34’ 20.57' 100 RISING RIDGE ROAD 10+00.00 | POB | 618168.5546 | 1264979.5282
c2 SOUTH MAIN STREET LOCAL 34°08'15.92" | N29°37'06.09"E | 217.93' | 129.85' | 66.92' 10.04' 101 RISING RIDGE ROAD 10+45.62 | PC | 618128.2240 | 1265000.8582
C3 | SOUTH MAIN STREET — NORTH LEG | 13'34°07.44” | NO4'46'59.08"W | 250.00' | 59.21' | 29.74’ 1.76' 102 RISING RIDGE ROAD 11+28.94 | Pl | 618049.9957 | 1265042.2317
RISING RIDGE ROAD . . .
c4 SOUTH MAIN STREET — NORTH LEG | 23°36°24.18" NOO*14'09.29"E | 350.00" | 144.21° 73.14’ 7.56° 103 12+12.26 | PT 618028.0029 | 1265127.9504
104 RISING RIDGE ROAD 14+53.74 | POE | 617967.9892 | 1265361.8591
c5 SOUTH MAIN STREET — EAST LEG | 34°48'42.47" | S61°52'48.24"E | 130.00' | 78.99' 40.75" 6.24'
Cé ROUNDABOUT 360°00'00.00" -———- 80.00’ 502.66' 0.00’ 0.00’
S B/L SOUTH MAIN STREET - NORTH LEG
_C,_’ i BASELINE CONTROL COORDINATES
<+ |~
M “81 POINT # BASELINE STATION | ITEM | NORTHING EASTING
g 200 SOUTH MAIN STREET LOCAL 20+00.00 | POB | 617688.1316 | 1265203.3846
201 SOUTH MAIN STREET LOCAL 21+02.23 | PC | 617787.9150 | 1265225.5965
PT:33+33.10 202 SOUTH MAIN STREET LOCAL 21+67.15 [ PI 617853.2320 | 1265240.1361
PT:33+3310
TRAVERSE DATA: 203 SOUTH MAIN STREET LOCAL 22+32.07 | PT 617899.1349 | 1265288.8253
a NO NORTHING EASTING ELEV DESCRIPTION 204 SOUTH MAIN STREET LOCAL 23+32.45 | POE 617967.9892 1265361.8591
Jé" 100 | 617760.1435 |1265725.3437 | 808.76 | REBAR & CAP
101 | 617981.4235 | 1265518.8786 | 826.52 | REBAR & CAP
c4 102 | 617935.9783 | 1265182.0067 | 832.26 | REBAR & CAP BASELINE CONTROL COORDINATES
Ry 103
104 | 618454.4940 |1265336.7740 | 826.68 | REBAR & CAP 300 | SOUTH MAIN STREET — NORTH LEG | 30+00.00 | POB | 617967.9892 | 1265361.8591
301 SOUTH MAIN STREET — NORTH LEG | 30+48.50 | PC 618016.4633 | 1265363.5529
o 302 | SOUTH MAIN STREET — NORTH LEG | 30+78.11 | PI 618046.1867 | 1265364.5916
X
492 303 | SOUTH MAIN STREET — NORTH LEG | 31+07.71 | PT 618075.3241 | 1265358.6278
23. Z
PC;,\* 2 304 | SOUTH MAIN STREET — NORTH LEG | 31+88.89 | PC | 618154.8597 | 1265342.3485
(€ .
> South Main Street — North Leg — STA: 30+80.06 = BENCHMARK DATA: 305 | SOUTH MAIN STREET - NORTH LEG | 32+61.00 | PI | 618226.5144 | 1265327.6824
pM#50! , Roundabout — STA:53+77.80
Z NO ELEV DESCRIPTION 306 | SOUTH MAIN STREET — NORTH LEG | 33+33.10 | PT | 618298.0459 | 1265342.9381
F - 500 | 807.03 SQ—CUT ON LIGHT POLE BASE 307 | SOUTH MAIN STREET — NORTH LEG | 35+41.42 | POE | 618501.7878 | 1265386.3908
o7 501 | 833.08 SQ—CUT ON CURB
. =
‘.3\*0 o 502 | 824.01 [SQ—CUT NW CORNER OF TRANS. CONC. BASE
— gy o) S4+00 Rising Ridge Road — STA: 14+53.74 =
A South Main Street Local — STA: 23+32.45 = BASELINE CONTROL COORDINATES
3 Y South Main Street — North Leg — STA:30+00.00 =
+ cé South Moin Street — Eost Leg — STA: 40+00.00 POINT # BASELINE STATION | ITEM | NORTHING EASTING
~ N
. S # 20+48.50 4 N 400 | SOUTH MAIN STREET - EAST LEG | 404+00.00 | POB | 617967.9892 | 1265361.8591
* o — ol
72+oo Q/;; ';. + ATRV 401 SOUTH MAIN STREET — EAST LEG 41+11.72 | PC 617947.2191 | 1265471.6341
13+ o, <
00 1 S S\ S 3 402 | SOUTH MAIN STREET — EAST LEG | 41+51.22 | PI 617939.6426 | 1265511.6778
875036’36” 4+OO O": S + o
! . 21 3 403 | SOUTH MAIN STREET — EAST LEG | 414+90.71 | PT | 617910.5617 | 1265540.2297
B/L RISING RIDGE ROAD S S7917'09"E 414:00 404 SOUTH MAIN STREET — EAST LEG | 47+22.26 | POE | 617531.2631 | 1265912.6294
Rising Ridge Rood — STA:13+73.74 = K BM#500
Roundabout — STA:52+71.42] ‘;fv
/.\;, N BASELINE CONTROL COORDINATES
v 102 X S Q)V
ATR Jeo)exo & POINT # BASELINE STATION | ITEM | NORTHING EASTING
\)(00 500 ROUNDABOUT 50+00.00 | PC 617967.9892 | 1265441.8591
5 .
o B/L SOUTH MAIN STREET - EAST LEG 501 ROUNDABOUT 52+51.33 | PCC | 617967.9892 | 1265281.8591
(Q* 502 ROUNDABOUT 55+02.65 | PT | 617967.9892 | 1265441.8591
- B/L ROUNDABOUT
South Main Street — East Leg — STA:40+80.00 =
Roundabout - STA:50+14.96
PC:21+02.238
+
~
w South Main Street Local — STA:22+52.45 =
0 Roundabout - STA:51+90.85
B/L SOUTH MAIN STREET LOCAL n
2
N
=z
BP:20+00.00
GS-1
]
AROUNT ATRY TOWN OF MOUNT AIRY
110 SOUTH MAIN STREET
0 5o 100 MOUNT AIRY
e e — MARYLAND
SCALE: 1"=50'

SOUTH MAIN STREET

ROUNDABOUT
AT INTERSECTION OF SOUTH MAIN STREET,
SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD

REVISIONS REGISTRATION STAMP

MARK ] DATE DESCRIPTION

90% SUBMITTAL BASELINE GEOMETRY

NOT FOR CONSTRUCTION

A. MORTON THOMAS AND ASSOCIATES, INC.
CONSULTING ENGINEERS

901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204 DATE: FEBRUARY 2022 SCALE: 1"=50'
EMAIL;AMT/%(?AZ%}%%VEERWGCOM AMT FILE NO. 20-0896.001
CARROLL COUNTY FILE NO. GRO-22-0001 SHEET NO. 12 OF




> -7 _ (0,
< @ RELOCATE POLE (BY OTHERS) 1| RISING RIDGE ROAD — STA: 13+73.74—= Mg
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ES 1-14 | 18" Standard Concrete End Section | 11+65.67 | 4526 R | 618006.52 | 1265063.30 | 828.94’ | 18" (NE) 827.15'
| 1—=7 | 1-8 15” | REINFORCED CONCRETE PIPE 77 828.30 | 826.70
EW 1-13 Standard Type C Endwall 11+462.97 | —41.26" L | 618083.38 | 1265103.10 | 829.86° 18" (SW) 827.65'
N . | 1—6 | 1—-7 15" | REINFORCED CONCRETE PIPE 31 828.95 | 828.40
| 1—1 5 COG 31+34.09 | 29.77° R | 618107.14 | 1265382.50 | 833.62" 15" (W) 830.15
| 1-2 5’ COG 31+31.92 | —31.05' L | 618092.82 | 1265323.35 | 833.93' | 15" (E) 829.84" | 15" (W) 829.74’ SWM T 1-T1jEs 1712 ] 15 | REINFORCED CONCRETE PIPE >/ 816.00 | 812.75 DPA
| 1-6 15" COG 21+46.90 | —13.75 L | 617835.88 | 1265227.16 | 833.27' 15" (E) 828.95 SWM T 1-4 1 ES 1-5 ] 15 REINFORCED CONCRETE PIPE 29 829.60 | 829.45
15 10" COG 2145507 | 1851 R | 61783010 | 1265260.14 | 832.97' | 157 (W) 828.40° | 15" (NE) 828.30 EW 1—-13 | ES 1-14 | 18” | REINFORCED CONCRETE PIPE 86 827.65 | 827.15 TO‘:Y;“SgﬁH'\:'Ag,:JS"::Eg‘;'RY
| 1-8 5 COG 51+62.64 | —15.11" L | 617882.86 | 1265319.45 | 831.46' | 15" (SW) 826.70' | 15" (E) 826.60' MMOALIJRI\\I('ILAAJI\IRDY
| 1-9 10’ COG 50+82.61 | —3.00° L |617896.72 | 1265404.40 | 828.78" | 15" (W) 824.20° | 15" (SE) 821.00°
SWM | 1-4 SWM Outlet Structure 31400.07 | —86.48' L | 618053.07 | 1265274.83 | 831.54’ 15" (W) 829.60° REVISIONS REGISTRATION STAMP SO%T(;'U'\K'IS[:‘B%LRTEET
SWM | 1—11 SWM Outlet Structure 4241524 | 60.31° R | 617850.81 | 1265514.38 | 820.00" 15" (SE) 816.00’ MARK DESCRIPTION SOUTH?/ITAIIII\\IITSETRRSEEEQI'TIIE?(NI'SI\TDSE%U;—SDMFQIS[,\:hls(;—F;{IIEIDEgE oD
] .
| 907 SUBMITTAL DRAINAGE PROFILES AND SCHEDULES
NOT FOR CONSTRUCTION
- A. MORTON T HOMA.?‘ AND A SSOCIATES, INC.
' . 901 DULANEY Vggggégi%?s%%i%]%%swsom MD 21204 DATE: FEBRUARY 2022 SCALE:
— AMT FILE NO. 20-0896.001
- CARROLL COUNTY FILE NO. GRO-22-0001 SHEET NO. 10 OF 118
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5 INCH WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS - 10' LINE, 30' GAP
(© 5 INCH WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS - 3' LINE, 9' GAP
10 INCH WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS - SOLID
10 INCH WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS - 3' LINE, 3' GAP
24 INCH HEAT APPLIED WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKINGS - SOLID
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REVISIONS REGISTRATION STAMP
DESCRIPTION

CONSULTING ENGINEERS

(410) 752-6552

EMAIL: AMT1@AMTENGINEERING.COM

A. MORTON THOMAS AND ASSOCIATES, INC.

901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204

TOWN OF MOUNT AIRY

110 SOUTH MAIN STREET
MOUNT AIRY
MARYLAND

SOUTH MAIN STREET
ROUNDABOUT
AT INTERSECTION OF SOUTH MAIN STREET,
SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD

SIGNING AND PAVEMENT MARKING
PLAN

DATE: FEBRUARY 2022 SCALE:

AMT FILE NO. 20-0896.001

CARROLL COUNTY FILE NO. GRO-22-0001 SHEET NO. 20 OF
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CONTRACTOR TO MAINTAIN PEDESTRIAN
ACCESS DURING CONSTRUCTION

SHOULDER
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CONTRACTOR TO MAINTAIN PEDESTRIAN
ACCESS DURING CONSTRUCTION
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PHASE 1:

PHASE 2:

PHASE 3:

SEQUENCE OF CONSTRUCTION

CONSTRUCT PORTIONS OF PROJECT OUTSIDE EXISTING ROADWAY.

SHIFT TRAFFIC ON RISING RIDGE ROAD AND SOUTH MAIN STREET LOCAL AS SHOWN ON
TP—2. CONSTRUCT PORTIONS OF PROJECT SHOWN IN THE WORK ZONE.

SHIFT TRAFFIC TO THE NEW ROUNDABOUT PATTERN MAINTAINING A SINGLE LANE ON SOUTH
MAIN STREET IN BOTH DIRECTIONS TO ALLOW FOR THE REMAINING CONSTRUCTION TO BE
COMPLETED ALONG THE NORTH AND EAST ROUNDABOUT LEGS.
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DATE

REVISIONS
DESCRIPTION

REGISTRATION STAMP

90% SUBMITTAL

NOT FOR CONSTRUCTION
A. MORTON THOMAS AND ASSOCIATES, INC.

CONSULTING ENGINEERS
901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204
(410) 752-6552
EMAIL: AMT1@AMTENGINEERING.COM

TOWN OF MOUNT AIRY

110 SOUTH MAIN STREET
MOUNT AIRY
MARYLAND

SOUTH MAIN STREET
ROUNDABOUT
AT INTERSECTION OF SOUTH MAIN STREET,
SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD

MAINTENANCE OF TRAFFIC PHASE 1

DATE: FEBRUARY 2022 SCALE:
AMT FILE NO. 20-0896.001
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MARK ] DATE DESCRIPTION

90% SUBMITTAL

NOT FOR CONSTRUCTION

A. MORTON THOMAS AND ASSOCIATES, INC.
CONSULTING ENGINEERS
901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204
(410) 752-6552
EMAIL: AMTI@AMTENGINEERING.COM

TOWN OF MOUNT AIRY

110 SOUTH MAIN STREET
MOUNT AIRY
MARYLAND

SOUTH MAIN STREET

ROUNDABOUT
AT INTERSECTION OF SOUTH MAIN STREET,
SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD

MAINTENANCE OF TRAFFIC PHASE 2

DATE: FEBRUARY 2022 SCALE:
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CONSULTING ENGINEERS
901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204
(410) 752-6552
EMAIL: AMTI@AMTENGINEERING.COM
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] 1 e PROPOSED STREETLIGHTS _ e @
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901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204
(410) 752-6552
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SEQUENCE OF CONSTRUCTION

PRE—CONSTRUCTION:

1.

THE CONTRACTOR SHALL CONTACT THE CARROLL COUNTY SEDIMENT
CONTROL INSPECTOR (1-410-386-2210) 24 HOURS PRIOR TO DOING
ANYTHING ON SITE TO SET UP A PRE—CONSTRUCTION MEETING AND TO
MAKE SURE ALL LOCAL ORDINANCE ITEMS HAVE BEEN SATISFIED.

LOCATION OF THE STABILIZED CONSTRUCTION ENTRANCE(S) WILL BE
DETERMINED AT THE PRE-CONSTRUCTION MEETING.

THE CONTRACTOR SHALL CALL "MISS UTILITY” (1-800-257-7777) A
MINIMUM OF 48 HOURS IN ADVANCE OF ANY EXCAVATION, BORING, PILE
DRIVING AND/ OR DIGGING FOR THE LOCATION OF GAS, ELECTRIC,
TELEPHONE, WATER AND SEWER LINES.

ALL REGULATORY PERMITS MUST BE OBTAINED PRIOR TO THE START OF
ANY CONSTRUCTION ACTIVITIES.

CONSTRUCTION:

3.

9.

10.

11.

12.

THE LIMITS OF DISTURBANCE MUST BE FIELD MARKED PRIOR TO
INSTALLATION OF SEDIMENT CONTROL MEASURES, CONSTRUCTION OR ANY
OTHER LAND DISTURBING ACTIVITIES.

CLEAR AND GRADE FOR INSTALLATION OF PERIMETER SEDIMENT CONTROL
DEVICES, ONLY DISTURBING THE AREA NEEDED FOR INSTALLATION OF
THE SEDIMENT CONTROL DEVICES.

DISTURBED AREAS WITHIN THE PROJECT LIMITS SHALL HAVE EITHER
PERMANENT OR TEMPORARY STABILIZATION AT THE END OF EACH WORK
DAY.

ANY MATERIAL OR DEBRIS LEAVING THE SITE SHALL BE TAKEN TO AN
APPROVED SITE FOR DISPOSAL.

WITH THE PERMISSION OF THE SEDIMENT CONTROL INSPECTOR, THE
CONTRACTOR SHALL COMMENCE THE CONSTRUCTION PER THE MOT SOC.

INSTALL INLET PROTECTION AND ADDITIONAL SEDIMENT CONTROL
MEASURES AS THE PROPOSED STORM DRAIN SYSTEM IS INSTALLED AND
CURB WORK IS COMPLETED.

ONCE THE UPSTREAM AREAS THAT DRAIN INTO THE SWM FACILITIES ARE
STABILIZED, THE CONTRACTOR MAY CONSTRUCT THE BIORETENTION
FACILITIES. THE CONTRACTOR SHALL TAKE EXTREME CAUTION NOT TO
ALLOW DISTURBED AREAS TO DRAIN INTO THE FACILITY.

CONTACT THE CARROLL COUNTY SEDIMENT CONTROL INSPECTOR PRIOR
TO REMOVING ANY SEDIMENT CONTROL MEASURES. APPROVAL FROM THE
SEDIMENT CONTROL INSPECTOR IS REQUIRED.

ANY AREAS DISTURBED DURING THE REMOVAL OF THE ESC MEASURES
SHALL BE IMMEDIATELY STABILIZED.

THE DEVELOPMENT PLAN IS APPROVED FOR SOIL EROSION AND
SEDIMENT CONTROL BY THE SOIL CONSERVATION DISTRICT.

APPROVED BY:

SOIL CONSERVATION DISTRICT

CARROLL S.C.D./DATE:

SEDIMENT AND EROSION CONTROL NOTES

1.  ALL EROSION/SEDIMENT CONTROL MEASURES SHALL COMPLY WITH THE ‘MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL
EROSION AND SEDIMENT CONTROL” BY THE MARYLAND DEPARTMENT OF THE ENVIRONMENT, WATER MANAGEMENT ADMINISTRATION IN
ASSOCIATION WITH THE NATURAL RESOURCES CONSERVATION SERVICE AND THE MARYLAND ASSOCIATION OF SOIL CONSERVATION DISTRICTS

(REFERENCED AS THE 2011 STANDARDS AND SPECS).

2. AREAS THAT HAVE BEEN CLEARED AND/OR GRADED, BUT WILL NOT BE CONSTRUCTED ON OR PERMANENTLY VEGETATED FOR MORE

THAN 5 DAYS (3 DAYS FOR SEDIMENT CONTROL MEASURES AND FOR STEEP SLOPES) MUST BE STABILIZED WITH MULCH OR TEMPORARY
STABILIZATION. ANY AREAS THAT ARE IN TEMPORARY VEGETATION FOR OVER 6 MONTHS WILL NEED TO BE PERMANENTLY VEGETATED.

3. FOR SPECIFICATIONS ON PERMANENT OR TEMPORARY STABILIZATION, SEE B—4—4 AND B-4-25.

4. MULCHING ONLY IS RESTRICTED TO USE ON DISTURBED AREAS AS A TEMPORARY COVER WHERE VEGETATION IS NOT FEASIBLE OR
WHERE SEEDING GERMINATION CANNOT BE COMPLETED BECAUSE OF WEATHER CONDITIONS. FOR SPECIFICATIONS SEE B—-4-3, A.1.B

5. FOR SPECIFICATIONS ON THE STABILIZATION OF CUT AND FILL SLOPES STEEPER THAN 3 HORIZONTAL TO 1 VERTICAL, SEE
INCREMENTAL STABILIZATION B—4-1

6. THE EXISTING TOPSOIL FROM ON OR OFF SITE THAT IS USED MUST MEET THE MINIMUM SPECIFICATION IN B—4-2

7. THE REQUIRED SEQUENCE OF CONSTRUCTION MUST BE FOLLOWED DURING SITE DEVELOPMENT. ANY CHANGES IN THE SEQUENCE OF
CONSTRUCTION MUST BE APPROVED BY THE SOIL CONSERVATION DISTRICT.

8. ANY REVISIONS TO THE SEDIMENT CONTROL PLAN, NOT COVERED UNDER THE LIST OF PLAN MODIFICATIONS THAT CAN BE APPROVED
BY THE SEDIMENT CONTROL INSPECTOR, NEED TO BE SUBMITTED TO THE SOIL CONSERVATION DISTRICT FOR APPROVAL.

9. NO PROPOSED SLOPE THAT IS REQUIRED TO BE SEEDED AND/OR MULCHED SHALL BE STEEPER THAN 2:1. SLOPES STEEPER THEN 2:1
SHALL REQUIRE A ENGINEERED DESIGN FOR STABILIZATION

10. ALL SEDIMENT CONTROL STRUCTURES WILL BE INSPECTED ONCE A WEEK AND AFTER EACH RAINFALL AND WILL BE REPAIRED, AS
NEEDED, SO THAT THE STRUCTURE MEETS THE MINIMUM SPECIFICATIONS AS SHOWN IN THE 2011 STANDARDS AND SPECS.

11.  THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING ALL SEDIMENT AND EROSION CONTROL MEASURES UNTIL THE DISTURBED AREAS
ARE PERMANENTLY STABILIZED.

12.  THE DISTRICT APPROVAL FOR THIS SEDIMENT CONTROL PLAN IS GOOD FOR 2 YEARS. AT THE END OF 2 YEARS, IF CONSTRUCTION OF
THE PLAN HAS NOT STARTED, THE PLAN WILL NEED TO BE RESUBMITTED TO THE SOIL CONSERVATION DISTRICT FOR REVIEW AND
RE-APPROVAL. ANY PLANS THAT ARE CURRENTLY UNDER CONSTRUCTION AFTER 2 YEARS MAY BE REQUIRED TO BE RESUBMITTED TO THE
SOIL CONSERVATION DISTRICT BY THE SEDIMENT CONTROL INSPECTOR.

TEMPORARY SEEDING NOTES

SCOPE:  PLANTING SHORT TERM (NO MORE THAN 6 MONTHS) VEGETATION TO TEMPORARILY STABILIZE ANY AREAS WHERE SOIL
DISTURBANCE HAS OCCURRED, UNTIL THE AREA CAN BE PERMANENTLY STABILIZED WITH VEGETATIVE OR NON-VEGETATIVE
PRACTICES.

STANDARDS: THE FOLLOWING NOTES SHALL CONFORM TO SECTION B—4 OF THE“2011 MARYLAND STANDARDS AND SPECIFICATIONS
FOR SOIL EROSION AND SEDIMENT CONTROL” PUBLISHED JOINTLY BY THE MARYLAND DEPARTMENT OF ENVIRONMENT — WATER
MANAGEMENT ADMINISTRATION, THE NATIONAL RESOURCE CONSERVATION SERVICE AND THE MARYLAND ASSOCIATION OF SOIL
CONSERVATION DISTRICTS

THE SEED BED SHALL BE PREPARED BY LOOSENING THE SOIL TO A DEPTH OF 3 TO 5 INCHES AND INCORPORATING THE LIME
AND FERTILIZER INTO THIS LOOSENED LAYER OF SOIL. SEE SECTION B—-4-2

FOR TEMPORARY STABILIZATION, FERTILIZER SHALL CONSIST OF A MIXTURE OF 10-20-20 AND BE APPLIED AT A RATE OF 436
LB. PER ACRE (10 LB. PER 1000 SQ. FT.) AND WILL MEET THE REQUIREMENTS IN SECTION B—4-2. LIME SHALL BE APPLIED AT A
RATE OF 2 TONS PER ACRE (90 LB. PER SQ. FT.) AND SHALL MEET THE REQUIREMENTS IN SECTION B—4-2 AND B-4-4

SEED TYPE AND APPLICATION SHALL MEET THE REQUIREMENTS IN SECTION B—4-3 SEED TAGS SHALL BE MADE AVAILABLE TO
THE INSPECTOR TO VERIFY THE TYPE AND RATE OF SEED USED.

MULCH TYPE AND ITS APPLICATION WILL MEET THE REQUIREMENTS IN SECTION B—-4-3 A, B AND C AND WILL BE APPLIED ALONG
WITH THE SEED OR IMMEDIATELY AFTER SEEDING

SEEDING MIXTURES SHALL BE SELECTED FROM OR WILL BE EQUAL TO THOSE ON TABLE B.1 (PAGE B.20).

TEMPORARY SEEDING SUMMARY
HARDINESS ZONE (FROM FIGURE B.3): 6a
SEED MIXTURES (FROM TABLE B.1) FERTILIZER
RATE LIME RATE
APPLICATION| SEEDING SEEDING (10-20-20)
NO. SPECIES | RATE (Ib/ac) | DATES | DEPTHS
ANNUAL 3/15-5/31 .,
TEMPORARY | Urooiice 40 &/1-9 /30 0.5 4.36 LB/AC.| 2 TONS/AC
3/15-5/31 .
TEMPORARY | WHEAT 120 &/1-9 /30 1.0 4.36 LB/AC | 2 TONS/AC

PERMANENT SEEDING NOTES

SCOPE:  PLANTING PERMANENT, LONG LIVED VEGETATIVE COVER ON GRADED AND/OR CLEARED AREAS AND AREAS THAT HAVE
BEEN IN TEMPORARY VEGETATION FOR MORE THAN 6 MONTHS.

STANDARDS: THE FOLLOWING NOTES SHALL CONFORM TO SECTION B—4 OF THE “2011 MARYLAND STANDARDS AND
SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL” PUBLISHED JOINTLY BY THE MARYLAND DEPARTMENT OF
ENVIRONMENT — WATER MANAGEMENT ADMINISTRATION, THE NATIONAL RESOURCE CONSERVATION SERVICE AND THE MARYLAND
ASSOCIATION OF SOIL CONSERVATION DISTRICTS.

THE SEED BED SHALL BE PREPARED BY LOOSENING THE SOIL TO A DEPTH OF 3 TO 5 INCHES AND INCORPORATING THE LIME
AND FERTILIZER INTO THIS LOOSENED LAYER OF SOIL. SEE SECTION B-4-2.

FOR SITES OVER 5 AC. SOIL TESTS WwIiLL BE PERFORMED. SOIL TESTS WILL BE CONDUCTED BY THE UNIVERSITY OF MARYLAND OR
A RECOGNIZED COMMERCIAL LABORATORY. MINIMUM SOIL CONDITIONS SHALL MEET THE REQUIREMENTS OF SECTION
B-4-2-A-2-A, OTHERWISE SOIL AMENDMENTS OR TOPSOIL WILL NEED TO BE APPLIED. TOPSOILING MAY OCCUR WHEN SOIL
CONDITIONS MEET THE MINIMUM REQUIREMENTS AS STATED IN SECTION B—4-2-B. SOIL AMENDMENTS MUST MEET THE
REQUIREMENTS AS SET FORTH IN SECTION B—4-2-C AND MUST BE APPLIED AS INDICATED BY THE SOILS TESTS.

FOR SITES OF 5 AC. OR LESS OF DISTURBANCE, THE FOLLOWING FERTILIZER AND LIME RATES SHALL APPLY.
FERTILIZER SHALL CONSIST OF A MIXTURE OF 10-20-20 AND BE APPLIED AT THE FOLLOWING RATES:

N = 45 LB. PER ACRE (1 LB. PER 1000 SQ.FT.) P20s = 90 LB. PER ACRE (2 LB. PER 1000 SQ.FT.)
K20 = 90 LB. PER ACRE (2 LB. PER 1000 SQ.FT.)
LIME SHALL BE APPLIED AT A RATE OF 2 TONS PER ACRE (90 LB. PER 1000 SQ.FT.)

SEED TYPE, TURFGRASS OR SOD APPLICATION SHALL MEET THE REQUIREMENTS IN SECTION B-4-5. SEED TAGS SHALL BE MADE
AVAILABLE TO THE INSPECTOR TO VERIFY THE TYPE AND APPLICATION RATE OF SEED USED. MULCH TYPE AND ITS APPLICATION
WILL MEET THE REQUIREMENTS IN SECTION B—4-3 A, B AND C, AND WILL BE APPLIED ALONG WITH SEED OR IMMEDIATELY AFTER
SEEDING

SEEDING MIXTURES SHALL BE SELECTED FROM OR WILL BE EQUAL TO THOSE ON TABLE B-3.

PERMANENT SEEDING SUMMARY

APPLICATION| SEEDING |SEEDING
NO. SPECIES RATE (Ib/ac) DATES DEPTHS N P20s K0 LIME RATE
SHEEP FESCUE 20 3/15-6 /1
3 | REDTOP KOREAN 1 511071 1-4 in |45 LB/AC|90 LB/AC|90 LB/AC|2 TONS/AC
LESPEDEZA 10

ES-1

TOWN OF MOUNT AIRY

110 SOUTH MAIN STREET
MOUNT AIRY
MARYLAND

REVISIONS

MARK Y DATE DESCRIPTION

SOUTH MAIN STREET

ROUNDABOUT
AT INTERSECTION OF SOUTH MAIN STREET,
SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD

REGISTRATION STAMP

90% SUBMITTAL

EROSION AND SEDIMENT CONTROL
NOTES

DATE: FEBRUARY 2022 SCALE:

AMT FILE NO. 20-0896.001
CARROLL COUNTY FILE NO. GRO-22-0001

NOT FOR CONSTRUCTION

A. MORTON THOMAS AND ASSOCIATES, INC.
CONSULTING ENGINEERS
901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204
(410) 752-6552
EMAIL: AMTI@AMTENGINEERING.COM
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DETAIL E-9-3 CURB INLET PROTECTION

STANDARD SYMBOL

ey
LE _ICIP

| MAXIMUM DRAINAGE AREA = % ACRE |

2 IN x 4 IN WEIR

6 FT MAX. SPACING OF
2 IN x 4 IN SPACERS

2 IN x 4 IN ANCHORS,
2 FT MIN. LENGTH

% TO 1% IN

NONWOVEN
GEOTEXTILE

NONWOVEN
GEOTEXTILE
% IN 2 IN x 4 IN SPACER
Sﬁlli\éevl\ﬂéED 2 IN x 4 IN WEIR
CLOTH EDGE OF GUTTER PAN

ISOME TRIC

CONSTRUCTION SPECIFICATIONS

1.

2. USE NONWOVEN GEOTEXTILE AS SPECIFIED IN SECTION H-1 MATERIALS.

3. NAIL THE 2x4 WEIR TO 9 INCH LONG VERTICAL SPACERS (MAXIMUM 6 FEET APART).

4. ATTACH A CONTINUOUS PIECE OF % INCH GALVANIZED HARDWARE CLOTH, WITH A MINIMUM WIDTH OF
30 INCHES AND A MINIMUM LENGTH OF 4 FEET LONGER THAN THE THROAT OPENING, TO THE 2x4
WEIR, EXTENDING IT 2 FEET BEYOND THROAT ON EACH SIDE.

5. PLACE A CONTINUOUS PIECE OF NONWOVEN GEOTEXTILE OF THE SAME DIMENSIONS AS THE HARDWARE
CLOTH OVER THE HARDWARE CLOTH AND SECURELY ATTACH TO THE 2x4 WEIR.

6. PLACE THE ASSEMBLY AGAINST THE INLET THROAT AND NAIL TO 2x4 ANCHORS (MINIMUM 2 FEET
LENGTH). EXTEND THE ANCHORS ACROSS THE INLET TOP AND HOLD IN PLACE BY SANDBAGS OR
OTHER APPROVED ANCHORING METHOD.

7. INSTALL END SPACERS A MINIMUM OF 1 FOOT BEYOND THE ENDS OF THE THROAT OPENING.

8. FORM THE HARDWARE CLOTH AND THE GEOTEXTILE TO THE CONCRETE GUTTER AND FACE OF CURB TO
SPAN THE INLET OPENING. COVER THE HARDWARE CLOTH AND GEOTEXTILE WITH CLEAN % TO 1J% INCH
STONE OR EQUIVALENT RECYCLED CONCRETE.

9. AT NON-SUMP LOCATIONS, INSTALL A TEMPORARY SANDBAG OR ASPHALT BERM TO PREVENT INLET
BYPASS.

10. STORM DRAIN INLET PROTECTION REQUIRES FREQUENT MAINTENANCE. REMOVE ACCUMULATED

USE NOMINAL 2 INCH x 4 INCH LUMBER

SEDIMENT AFTER EACH RAIN EVENT TO MAINTAIN FUNCTION AND AVOID PREMATURE CLOGGING. IF
INLET PROTECTION DOES NOT COMPLETELY DRAIN WITHIN 24 HOURS AFTER A STORM EVENT, IT IS
CLOGGED. WHEN THIS OCCURS, REMOVE ACCUMULATED SEDIMENT AND CLEAN, OR REPLACE

GEOTEXTILE AND STONE.

% TO 1% STONE

2 FT MIN. LENGTH
OF 2 IN x 4 IN

SANDBAG OR
OTHER APPROVED
ANCHORING METHOD

2 IN x 4 IN SPACER
~J

GALVANIZED
HARDWARE
CLOTH

SECTION A—A

MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL

NATURAL RESOURCES CONSERVATION SERVICE

U.S. DEPARTMENT OF AGRICULTURE 2011

MARYLAND DEPARTMENT OF ENVIRONMENT
WATER MANAGEMENT ADMINISTRATION

STANDARD SYMBOL

SILT FENCE . SF .

DETAIL E-1

6 FT MAX.

CENTER TO CENTER /_

36 IN MIN. FENCE POST LENGTH
DRIVEN MIN. 16 IN INTO GROUND

R [~ 16 IN MIN. HEIGHT OF
S i i WOVEN SLIT FILM GEOTEXTILE
o it HHHHH H T tH EEE E i : H : :: 4 »—L \N\\'\\ /\\/\\/X\/X//\
I SHHREEH 8 IN MIN. DEPTH
| I INTO GROUND
ELEVATION

36 IN MIN. FENCE [
POST LENGTH _/

WOVEN SLIT FILM ;
GEOTEXTILE \

FLow
Wt

FENCE POST 18 IN MIN.
ABOVE GROUND

UNDISTURBED
GROUND

INNAVANVA

(I

FENCE POST DRIVEN
A MIN. OF 16 IN INTO
THE GROUND

EMBED GEOTEXTILE

MIN. OF 8 IN VERTICALLY V
INTO THE GROUND. BACKFILL
AND COMPACT THE SOIL ON
BOTH SIDES OF GEOTEXTILE.

CROSS SECTION

POSTS
STEP 1 STEP 2 /
D
i@ &)
STAPLE— —STAPLE
STAPLE STAPLE TWIST POSTS TOGETHER
,/ STAPLE STAPLE
STEP 3 FINAL
~ CONFIGURATION
fia)
= / ]
STAPLE STAPLE

JOINING TWO ADJACENT SILT
FENCE SECTIONS (TOP VIEW)
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MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL

STANDARD SYMBOL
DETAIL E-9-1 STANDARD INLET — —
PROTECTION LB se
TYPE A MAXIMUM DRAINAGE AREA = J/ ACRE
TYPE B MAXIMUM DRAINAGE AREA = 1 ACRE
CHAIN LINK
FENCE POSTS
GALVANIZED TOP ELEVATION
CALVANIZE 2 IN x 4 IN FRAMING ,
CLOTH "
| }—T0P ELEVATION x 6 IN
16 IN_ MIN. T 1
~NOTCH ELEVATION \ 0 ]
L N AT—NOTCH
WOVEN 3 ELEVATION
118 IN SLIT FILM q
GEOTEXTILE
NAILING |36 IN
-\ L STRIP q
SR
e RN 12 IN 9 GAUGE CHAIN —1
@ LINK FENCE (TYP.) “

WOVEN SLIT FILM
GEOTEXTILE

18 IN INTO GROUND

TYPE A TYPE B

ISOMETRIC VIEW

EDGE OF ROADWAY OR TOP
OF EARTH DIKE

6 IN MIN.

FLOW
P

SAPIN

EXCAVATE, BACKFILL AND
COMPACT EARTH (TYP.)

POST DRIVEN
INTO GROUND

SECTION FOR TYPE A AND B
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MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL

U.S. DEPARTMENT OF AGRICULTURE
NATURAL RESOURCES CONSERVATION SERVICE

MARYLAND DEPARTMENT OF ENVIRONMENT

2011 WATER MANAGEMENT ADMINISTRATION

DETAIL B-1
ENTRANCE

STABILIZED CONSTRUCTION

STANDARD SYMBOL

EXISTING

GROUND
AN

50 FT MIN.

8 FT

Py

MOUNTABLE BERM

MIN.

(6 IN MIN.) 3FT
‘! 6._‘\ S:7

‘ \EXISTING PAVEMENT

o

P

O

SIS

NONWOVEN

GEOTEXTILE MIN. 6 IN OF 2 TO 3 IN

AGGREGATE OVER LENGTH
AND WIDTH OF ENTRANCE

PROFILE

50 FT MIN.

EARTH FILL
PIPE (SEE NOTE 6)

LENGTH *

OFTM

j—
10 FT MIN
WIDTH
“.\Aﬂ/!}:j
X Dz "A
c8c
S

D3

(q

\ N

EDGE OF
EXISTINGPAVEMENT

i
S

PLAN VIEW

CONSTRUCTION SPECIFICATIONS

1.

FOR SINGLE RESIDENCE LOT). USE MINIMUM WIDTH OF 10 FEET.
EXISTING ROAD TO PROVIDE A TURNING RADIUS.

LOCATED AT A HIGH SPOT.

DIRECTED TO AN APPROVED SEDIMENT CONTROL PRACTICE.

PLACE STABILIZED CONSTRUCTION ENTRANCE IN ACCORDANCE WITH THE APPROVED PLAN. VEHICLES
MUST TRAVEL OVER THE ENTIRE LENGTH OF THE SCE. USE MINIMUM LENGTH OF 50 FEET (*30 FEET

PIPE ALL SURFACE WATER FLOWING TO OR DIVERTED TOWARD THE SCE UNDER THE ENTRANCE,
MAINTAINING POSITIVE DRAINAGE. PROTECT PIPE INSTALLED THROUGH THE SCE WITH A MOUNTABLE
BERM WITH 5:1 SLOPES AND A MINIMUM OF 12 INCHES OF STONE OVER THE PIPE. PROVIDE PIPE AS
SPECIFIED ON APPROVED PLAN. WHEN THE SCE IS LOCATED AT A HIGH SPOT AND HAS NO DRAINAGE
TO CONVEY, A PIPE IS NOT NECESSARY. A MOUNTABLE BERM IS REQUIRED WHEN SCE IS NOT

PREPARE SUBGRADE AND PLACE NONWOVEN GEOTEXTILE, AS SPECIFIED IN SECTION H-1 MATERIALS.

PLACE CRUSHED AGGREGATE (2 TO 3 INCHES IN SIZE) OR EQUIVALENT RECYCLED CONCRETE (WITHOUT
REBAR) AT LEAST 6 INCHES DEEP OVER THE LENGTH AND WIDTH OF THE SCE.

MAINTAIN ENTRANCE IN A CONDITION THAT MINIMIZES TRACKING OF SEDIMENT. ADD STONE OR MAKE
OTHER REPAIRS AS CONDITIONS DEMAND TO MAINTAIN CLEAN SURFACE, MOUNTABLE BERM, AND
SPECIFIED DIMENSIONS. IMMEDIATELY REMOVE STONE AND/OR SEDIMENT SPILLED, DROPPED, OR
TRACKED ONTO ADJACENT ROADWAY BY VACUUMING, SCRAPING, AND/OR SWEEPING. WASHING
ROADWAY TO REMOVE MUD TRACKED ONTO PAVEMENT IS NOT ACCEPTABLE UNLESS WASH WATER IS

10 FT MIN.

.

FLARE SCE 10 FEET MINIMUM AT THE

U.S. DEPARTMENT OF AGRICULTURE 2011 MARYLAND DEPARTMENT OF ENVIRONMENT
NATURAL RESOURCES CONSERVATION SERVICE WATER MANAGEMENT ADMINISTRATION
STANDARD SYMBOL
DETAIL E-1  SILT FENCE ; SF |

CONSTRUCTION SPECIFICATIONS

1.

USE WOOD POSTS 1% X 1% % J}g INCH (MINIMUM) SQUARE CUT OF SOUND QUALITY HARDWOOD. AS
AN ALTERNATIVE TO WOODEN POST USE STANDARD "T" OR "U"™ SECTION STEEL POSTS WEIGHING NOT
LESS THAN 1 POUND PER LINEAR FOOT.

USE 36 INCH MINIMUM POSTS DRIVEN 16 INCH MINIMUM INTO GROUND NO MORE THAN 6 FEET APART.

USE WOVEN SLIT FILM GEOTEXTILE AS SPECIFIED IN SECTION H—1 MATERIALS AND FASTEN GEOTEXTILE
SECURELY TO UPSLOPE SIDE OF FENCE POSTS WITH WIRE TIES OR STAPLES AT TOP AND
MID—SECTION.

PROVIDE MANUFACTURER CERTIFICATION TO THE AUTHORIZED REPRESENTATIVE OF THE
INSPECTION /ENFORCEMENT AUTHORITY SHOWING THAT THE GEOTEXTILE USED MEETS THE
REQUIREMENTS IN SECTION H—1 MATERIALS.

EMBED GEOTEXTILE A MINIMUM OF 8 INCHES VERTICALLY INTO THE GROUND. BACKFILL AND COMPACT
THE SOIL ON BOTH SIDES OF FABRIC.

WHERE TWO SECTIONS OF GEOTEXTILE ADJOIN: OVERLAP, TWIST, AND STAPLE TO POST IN
ACCORDANCE WITH THIS DETAIL.

EXTEND BOTH ENDS OF THE SILT FENCE A MINIMUM OF FIVE HORIZONTAL FEET UPSLOPE AT
45 DEGREES TO THE MAIN FENCE ALIGNMENT TO PREVENT RUNOFF FROM GOING AROUND THE ENDS
OF THE SILT FENCE.

REMOVE ACCUMULATED SEDIMENT AND DEBRIS WHEN BULGES DEVELOP IN SILT FENCE OR WHEN
SEDIMENT REACHES 25% OF FENCE HEIGHT. REPLACE GEOTEXTILE IF TORN. IF UNDERMINING OCCURS,
REINSTALL FENCE.

2 OF 2

STANDARD SYMBOL

STANDARD INLET e
PROTECTION (L1 sP

DETAIL E-9-1

CONSTRUCTION SPECIFICATIONS

1. USE WOVEN SLIT FILM GEOTEXTILE AS SPECIFIED IN SECTION H—1 MATERIALS.

2. EXCAVATE COMPLETELY AROUND THE INLET TO A DEPTH OF 18 INCHES BELOW THE NOTCH ELEVATION.

3. FOR TYPE A, USE NOMINAL 2 INCH X 4 INCH CONSTRUCTION GRADE LUMBER POSTS, DRIVEN 1 FOOT
INTO THE GROUND AT EACH CORNER OF THE INLET. PLACE NAIL STRIPS BETWEEN THE POSTS ON THE
ENDS OF THE INLET. ASSEMBLE THE TOP PORTION OF THE 2X4 FRAME AS SHOWN. STRETCH } INCH
GALVANIZED HARDWARE CLOTH TIGHTLY AROUND THE FRAME AND FASTEN SECURELY. FASTEN
GEOTEXTILE SECURELY TO THE HARDWARE CLOTH WITH TIES SPACED EVERY 24 INCHES AT THE TOP
AND MID SECTION. EMBED GEOTEXTILE AND HARDWARE CLOTH A MINIMUM OF 18 INCHES BELOW THE
WEIR CREST. THE ENDS OF THE GEOTEXTILE MUST MEET AT A POST, BE OVERLAPPED AND FOLDED,
THEN FASTENED TO THE POST.

FOR TYPE B, USE 2% INCH DIAMETER GALVANIZED STEEL POSTS OF 0.095 INCH WALL THICKNESS AND
6 FOOT LENGTH, DRIVEN A MINIMUM OF 36 INCHES BELOW THE WEIR CREST AT EACH CORNER OF THE
STRUCTURE. FASTEN 9 GAUGE OR HEAVIER CHAIN LINK FENCE, 42 INCHES IN HEIGHT, SECURELY TO
THE FENCE POSTS WITH WIRE TIES. FASTEN GEOTEXTILE SECURELY TO THE CHAIN LINK FENCE WITH
TIES SPACED EVERY 24 INCHES AT THE TOP AND MID SECTION. EMBED GEOTEXTILE AND CHAIN LINK
FENCE A MINIMUM OF 18 INCHES BELOW THE WEIR CREST.

4. BACKFILL AROUND THE INLET IN LOOSE 4 INCH LIFTS AND COMPACT UNTIL SOIL IS LEVEL WITH THE
NOTCH ELEVATION ON THE ENDS AND TOP ELEVATION ON THE SIDES.

5. STORM DRAIN INLET PROTECTION REQUIRES FREQUENT MAINTENANCE. REMOVE ACCUMULATED SEDIMENT
AFTER EACH RAIN EVENT TO MAINTAIN FUNCTION AND AVOID PREMATURE CLOGGING. IF INLET
PROTECTION DOES NOT COMPLETELY DRAIN WITHIN 24 HOURS AFTER A STORM EVENT, IT IS CLOGGED.
WHEN THIS OCCURS, REMOVE ACCUMULATED SEDIMENT AND CLEAN, OR REPLACE GEOTEXTILE AND
STONE.
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MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL
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MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL

NATURAL RESOURCES CONSERVATION SERVICE

U.S. DEPARTMENT OF AGRICULTURE MARYLAND DEPARTMENT OF ENVIRONMENT
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MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL

NATURAL RESOURCES CONSERVATION SERVICE

U.S. DEPARTMENT OF AGRICULTURE 2011

MARYLAND DEPARTMENT OF ENVIRONMENT
WATER MANAGEMENT ADMINISTRATION

STANDARD SYMBOL

DETAIL E-3 SUPER SILT FENCE : SSF—

10 FT MAX.

b

—34 IN MIN.

GROUND o

SURFACE

I " —36 IN MIN.

_/ u
2% IN DIAMETER GALVANIZED CHAIN LINK FENCE WITH

GALVANIZED WOVEN SLIT FILM GEOTEXTILE
STEEL OR

ALUMINUM POSTS
ELEVATION

CHAIN LINK FENCING 1
WOVEN SLIT FILM GEOTEXTILE
FLow
2\/\ R \H
NYINID

EMBED GEOTEXTILE AND —¢
CHAIN LINK FENCE 8 IN
MIN. INTO GROUND

/\\EA\\’/\\/X/: /\,///

CROSS SECTION

CONSTRUCTION SPECIFICATIONS

1.

INSTALL 2% INCH DIAMETER GALVANIZED STEEL POSTS OF 0.095 INCH WALL THICKNESS AND SIX FOOT
LENGTH SPACED NO FURTHER THAN 10 FEET APART. DRIVE THE POSTS A MINIMUM OF 36 INCHES
INTO THE GROUND.

FASTEN 9 GAUGE OR HEAVIER GALVANIZED CHAIN LINK FENCE (2% INCH MAXIMUM OPENING) 42
INCHES IN HEIGHT SECURELY TO THE FENCE POSTS WITH WIRE TIES OR HUG RINGS.

FASTEN WOVEN SLIT FILM GEOTEXTILE AS SPECIFIED IN SECTION H—1 MATERIALS, SECURELY TO THE
UPSLOPE SIDE OF CHAIN LINK FENCE WITH TIES SPACED EVERY 24 INCHES AT THE TOP AND MID
SECTION. EMBED GEOTEXTILE AND CHAIN LINK FENCE A MINIMUM OF 8 INCHES INTO THE GROUND.

WHERE ENDS OF THE GEOTEXTILE COME TOGETHER, THE ENDS SHALL BE OVERLAPPED BY 6 INCHES,
FOLDED, AND STAPLED TO PREVENT SEDIMENT BY PASS.

EXTEND BOTH ENDS OF THE SUPER SILT FENCE A MINIMUM OF FIVE HORIZONTAL FEET UPSLOPE AT
45 DEGREES TO THE MAIN FENCE ALIGNMENT TO PREVENT RUNOFF FROM GOING AROUND THE ENDS
OF THE SUPER SILT FENCE.

PROVIDE MANUFACTURER CERTIFICATION TO THE INSPECTION/ENFORCEMENT AUTHORITY SHOWING THAT
GEOTEXTILE USED MEETS THE REQUIREMENTS IN SECTION H—1 MATERIALS.

REMOVE ACCUMULATED SEDIMENT AND DEBRIS WHEN BULGES DEVELOP IN FENCE OR WHEN SEDIMENT
REACHES 25% OF FENCE HEIGHT. REPLACE GEOTEXTILE IF TORN. IF UNDERMINING OCCURS, REINSTALL
CHAIN LINK FENCING AND GEOTEXTILE.

MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL

NATURAL RESOURCES CONSERVATION SERVICE

U.S. DEPARTMENT OF AGRICULTURE MARYLAND DEPARTMENT OF ENVIRONMENT

2011 WATER MANAGEMENT ADMINISTRATION

SOIL CONSERVATION DISTRICT

APPROVED BY:

THE DEVELOPMENT PLAN IS APPROVED FOR SOIL EROSION AND
SEDIMENT CONTROL BY THE SOIL CONSERVATION DISTRICT.

CARROLL S.C.D./DATE:

ES-2

REVISIONS REGISTRATION STAMP

MARK Y DATE DESCRIPTION

90% SUBMITTAL

NOT FOR CONSTRUCTION

ROUNDABOUT

DETAILS

A. MORTON THOMAS AND ASSOCIATES, INC.
CONSULTING ENGINEERS
901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204
(410) 752-6552
EMAIL: AMTI@AMTENGINEERING.COM

DATE: FEBRUARY 2022

AMT FILE NO. 20-0896.001
CARROLL COUNTY FILE NO. GRO-22-0001

TOWN OF MOUNT AIRY

110 SOUTH MAIN STREET
MOUNT AIRY
MARYLAND

SOUTH MAIN STREET

AT INTERSECTION OF SOUTH MAIN STREET,
SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD

EROSION AND SEDIMENT CONTROL
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: V) = INLET PROTECTION LEGEND 2
4 o\ O "
: m{r TYPE | STATION | LT/RT ROADWAY QTY (ea)
- IR Hob HMITS OF DISTURBANCE STABILIZED CONSTRUCTION SB HYDROLOGIC SOIL
e ciP 21446 | LT SOUTH MAIN STREET 1 ENTRANCE GROUP BOUNDARY
R T CIP 21+56 RT SOUTH MAIN STREET 1 SF SILT FENCE
A - SIP 31400 LT SOUTH MAIN STREET 1
CIP 31432 LT SOUTH MAIN STREET 1 SSF SUPER SILT FENCE PAVEMENT REMOVAL @ EQBESLES'&EO'L
/ CIP 31+34 RT SOUTH MAIN STREET 1
y SIP 42+15 RT SOUTH MAIN STREET 1 CLEAR WATER oll=
CWD [ ]
CIP 50482 LT SOUTH MAIN STREET 1 DIVERSION L CURB INLET PROTECTION
CIP 51+63 LT SOUTH MAIN STREET 1
SAF SAFETY FENCE (BOF) ~ 71SIP STANDARD INLET
SILT FENCE L] PROTECTION
SOIL BOUNDARY
TYPE |FROM STATION| TO STATION ROADWAY QTY (ft)
" SF 10+31 RT | 11+56 RT RISING RIDGE ROAD 158 SUPER SILT FENCE SUPER SILT FENCE
SF 11+61 RT | 13+44 RT RISING RIDGE ROAD 218
S SF 21419 LT 21465 LT SOUTH MAIN STREET 62 TYPE |FROM STATION| TO STATION ROADWAY QTY (ft) TYPE |FROM STATION| TO STATION ROADWAY QTY (ft)
SIOEWALK REPLACE\MENT N TS SF 31+48 RT | 33+04 RT | SOUTH MAIN STREET 144 SSF 10+32 LT | 11460 LT RISING RIDGE ROAD 95 SSF 41+80 LT | 42400 LT | SOUTH MAIN STREET 41
LOGATION IS RESTRICTED TO SAME SF S5+12 RT | 33446 RT | SOUTH MAIN STREET 32 SSF 30+91 RT | 31+20 RT | SOUTH MAIN STREET 35 SSF 42+37 LT | 42460 LT | SOUTH MAIN STREET 36
DAY STABILIZATION. DISTURBED AREAS SF A+18 LT | 41+28 LT | SOUTH MAIN STREET 18 SSF 54+44 LT | 54+67 LT ROUNDABOUT 43 SSF 42+88 LT | 43+14 LT | SOUTH MAIN STREET 37
NOT DRAINING TO A SEDIMENT SF S/ LT | S4+72 LT ROUNDABOUT 35 SSF 41433 LT | 41+56 LT SOUTH MAIN STREET 62 SSF 43+41 LT | 44449 LT | SOUTH MAIN STREET 116

CONTROL DEVICE SHALL BE STABILIZED

NN

AT THE END OF EACH WORK DAY.

RIDGESIDE DRIVE

SB < /‘:‘ (AN N\ D — - {/
SB BENK \ — ‘ —C
’ \ S ) —
N —— WA, e —
K [ N\ Q \ AR — e
AN IR — v - — — > O

STANDARD STABILIZATION NOTE
FOLLOWING INITIAL SOIL DISTURBANCE OR RE—DISTURBANCE,

PERMANENT OR TEMPORARY STABILIZATION MUST BE
COMPLETED WITHIN:

=
-

a. THREE (3) CALENDAR DAYS AS TO THE SURFACE OF 45+00

ALL PERIMETER DIKES, SWALES, DITCHES, PERIMETER
SLOPES, AND ALL SLOPES STEEPER THAN 3 HORIZONTAL

TO 1 VERTICAL (3:1); AND S0 g
b. SEVEN (7) CALENDAR DAYS AS TO ALL OTHER ———O0HE QR

DISTURBED OR GRADED AREAS ON THE PROJECT SITE

NOT UNDER ACTIVE GRADING

PROVIDE SAME DAY STABILIZATION
~WITH 'SOD OR ‘SEED “AND -STABILIZATION
MATTING FOR \ROADSIDE GRADING

Abfz&.

PROVIDE SAME DAY STABILIZATION
WITH SOD OR SEED AND STABILIZATION
MATTING FOR ROADSIDE GRADING

OWNER/ DEVELOPER

TN NN | CERTIFY THAT THIS PLAN OF SOIL EROSION & SEDIMENT CONTROL WILL BE IMPLEMENTED TO THE
SRR LN FULLEST EXTENT, AND ALL STRUCTURES WILL BE INSTALLED TO THE DESIGN AND SPECIFICATIONS AS
~ SPELLED OUT IN THIS PLAN AND THAT ANY RESPONSIBLE PERSONNEL INVOLVED IN THE CONSTRUCTION
OF THIS PROJECT WILL HAVE A CERTIFICATION OF ATTENDANCE AT A DEPARTMENT OF ENVIRONMENT
APPROVED TRAINING PROGRAM FOR THE CONTROL OF SOIL EROSION AND SEDIMENT BEFORE BEGINNING
THE PROJECT. | ALSO AUTHORIZE PERIODIC ON-SITE EVALUATION BY THE CARROLL SOIL CONSERVATION
DISTRICT PERSONNEL AND COOPERATING AGENCIES.

~ PROVIDE SAME DAY STABILIZATION
~ WITH SOD OR SEED AND STABILIZATION
~ MATTING FOR ROADSIDE GRADING

: 2

BERNARD M. QUINN, P.E. DATE
TOWN ENGINEER

110 SOUTH MAIN STREET

MOUNT AIRY, MARYLAND 21771

301-829-1424

- NOTES

1. - THE MAXIMUM SOIL ERODIBILITY FACTOR, K, WITHIN THE PROJECT LIMITS IS
0.28 INDICATING THERE ARE NO HIGHLY ERODIBLE SOILS.

ES-3

\2. THERE ARE NO FORESTS DELINEATED WITHIN THE LIMITS OF DISTURBANCE.
3. THERE ARE NO FEMA 100—YR FLOODPLAINS IN THE PROJECT VICINITY.
TOWN OF MOUNT AIRY

4. THERE ARE NO SENSITIVE AREAS TO BE PROTECTED. 110 SOUTH MAIN STREET

0 30 60 MOUNT AIRY
5. THERE ARE NO EXISTING WATER IMPOUNDMENTS ON OR ADJACENT TO THE ey — MARYLAND

PROJECT SITE. SCALE: 1"=30
- SOUTH MAIN STREET
REGISTRATION STAMP
REVISIONS ROUNDABOUT

AT INTERSECTION OF SOUTH MAIN STREET,

DESCRIPTION SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD

MARK Y DATE

SOIL CONSERVATION DISTRICT o

90% SUBMITTAL EROSION AND SEDIMENT CONTROL

PLAN

MISS UTILITY

48 HOURS BEFORE YOU DIG
CALL "MISS UTILITY" AT 811
OR LOG ON TO www.missutility.net

THE DEVELOPMENT PLAN IS APPROVED FOR SOIL EROSION AND
SEDIMENT CONTROL BY THE SOIL CONSERVATION DISTRICT. o0

NOT FOR CONSTRUCTION

A. MORTON THOMAS AND ASSOCIATES, INC.
CONSULTING ENGINEERS
901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204
(410) 752-6552
EMAIL: AMTI@AMTENGINEERING.COM

DATE: FEBRUARY 2022 SCALE: 17=50

AMT FILE NO. 20-0896.001
CARROLL COUNTY FILE NO. GRO-22-0001

Know what's below.

Call before you dig. APPROVED BY: CARROLL S.C.D./DATE:

SHEET NO. 28 OF 46




ASPHALT PARKING (o7

ETE

E DRIVE

CONCR

—

RIDGESID

\\\\wS\ T\\ A\/N TR T
\  \MDRTE &og) \

LEGEND:

LOD LIMITS OF DISTURBANCE SOIL TYPES
/
/
- Y Y Y
_— PROPERTY BOUNDARY | - EDGE OF EX. FOREST
\: o — (-]
k(;S)QT _- SURROUNDING PROPERTY BOUNDARY STEEP SLOPES (15% - 25%)
R.R AW
.89 6 oy \29 _ STEEP SLOPES (25% OR GREATER
: L %
sX\\AP‘P # EXISTING 5° CONTOURS ( )
C 2
7777777777777777 EXISTING 1’ CONTOURS \\(:\’ T#H EX. TREE AND CR|T|CAL ROOT ZONE
/
o LS-1
/
/
0 30 60' TOWN OF MOUNT AIRY
e — S —
SCALE: 1"=30' 110 SOUTH MAIN STREET
MOUNT AIRY
MARYLAND
SOUTH MAIN STREET
5 REGISTRATION STAMP
o - REVISIONS ROUNDABOUT
- AT INTERSECTION OF SOUTH MAIN STREET,
MARK DESCRIPTION SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD
o [
< 90% SUBMITTAL HARDSCAPE PLAN

NOT FOR CONSTRUCTION

A. MORTON THOMAS AND ASSOCIATES, INC.
CONSULTING ENGINEERS

901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204 DATE: FEBRUARY 2022 SCALE:
(410) 752:655
EMAIL: AMT1@AMTENGINEERING.COM AMT FILE NO. 20-0896.001
CARROLL COUNTY FILE NO. GR0O-22-0001 SHEET NO. 29 OF 46




CAST STONE FLAT CAP

CAST STONE POINTED CAP

Yy 1 l_4%ll Ve

NOTES:
1. CONTRACTOR TO PROVIDE SHOP DRAWINGS OF THE
FOLLOWING PRIOR TO ORDERING/FABRICATION:

1.1.  CURVED STONE WALL
3 1 1.2.  CURVED CAST STONE SIGN (INCLUDING FONTS AND
181y —— 14— TOWN LOGO)
1.3. CURVED CAST STONE WALL CAPS
9'-3" f£72" 2 WALLSTONE TO MATCH TWIN ARCH BRIDGE STONE; TOWN

OF MOUNT AIRY CONSTRUCTION MANAGER AND
CONTRACTOR TO VISIT LOCAL QUARRY TO HAND SELECT
STONES (CONTRACTOR TO SCHEDULE QUARRY VISIT)

6" 48"+

1l_ "

5u7/
|

1 l_7u

JIBSE,
S Mount Ay 7

STONE WALL, STONE TO MATCH
TWIN ARCH BRIDGE

3 TOWN OF
MOUNT AIRY

3. MOCK UP OF WALL TO BE COMPLETED BY CONTRACTOR
AND APPROVED BY TOWN OF MOUNT AIRY CONSTRUCTION
MANAGER

CAST STONE SIGN

4. FONT TO MATCH TOWN OF MOUNT AIRY LOGO USED IN
SIGN (SHOWN AS QUESTAL SMALL CAPS)

3/4" = 1'-Q" 042276.23-01
AN
I PLANTED jin CAST STONE CAP (SEE NOTE GENERAL NOTES ROUNDABOUT WALLS: BE LESS THAN 5" THICK. NO HORIZONTAL JOINT ,
% HINTERIORﬁr 1" 6), MAX. EDGE RADIUS = g" 1. USE MASONRY JOINT TRUSS-TYPE REINFORCEMENT SHALL BE GREATER THAN 6'-0". SEE DETAIL 1/33(7) 8
4 . HOT-DIP GALVANIZED STEEL WIRE, SPACED @ MAX. FOR STONE COLOR PROPORTIONS. WHEN TTYP-"
- g 2T 4 (2)#4 REBAR, 2 CLEAR 16". NECESSARY, DRILL STONE TO RECEIVE ANCHORS. PLANTED g1 P L4
< |°® I - SEE DRIP EDGE & FLASHING 2. LAY STONE IN PATTERNS WITH JOINTS SIMILAR TO POINT STONE BY PLACING AND COMPACTING INTERIOR o o
| ENLARGEMENT (INSET, THIS DETAIL) EXISTING STONEWORK THE TWIN ARCH BRIDGE. THE POINTING MORTAR IN LAYERS NOT GREATER 1-9 1 / ﬁ 2"
Q? CONTRACTOR SHALL BE RESPONSIBLE FOR THAND . ZH(?LESG SSQ,%O(‘;V %Lé %?,\TEZ[;E”F;LE ACH ﬂ
s 1" @ x 6" SS DOWEL, CORE DRILL HOLES @ BLOCKING CORNERS, CUTTING AND SHAPING STONE . CONTRACTOR SHALL CONSTRUCT MASONRY WALLS - @2'0.C. : o
1'-9 SECTION OF CAP STONE, WHICHEVER 45.0
T 2'0.C. OR MIN. 2 PER EACH SECTION OF TO PROPER SIZE. STONE SHALL VARY IN SIZE AND PRIOR TO HAVING THE CAPSTONE FABRICATED. THE SLOPE _ )
= IS GREATER; CENTER DOWELS DRIPEDGE & ]\ e
. S CAP STONE, WHICHEVER IS GREATER; SHOW THE RANGE FROM LARGE TO SMALL, AND THE CAPSTONE FABRICATOR SHALL TAKE MAX. 2% ’ e ASHING
NS Z HORIZONTALLY IN CAP AND EPOXY  FLASHING "
S8 CENTER DOWELS HORIZONTALLY IN CAP PROPORTION OF LARGE TO SMALL STONE. MEASUREMENTS OF THE AS-BUILT WALLS AND CAST STONE CAP (SEE NOTE (NTS) 2" (TYP),
1] HE AND EPOXY CONTRACTOR MUST NOT USE TRIANGULAR OR PREPARE SHOP DRAWINGS FOR THE CAPSTONE o ( - 1/8" MIN.
E o i STONE VENEER. AVG. THICKNESS < 5" WEDGE SHAPED STONE. FABRICATION. WHERE RADII ARE SHOWN FOR THE 6), MAX. EDGE RADIUS =g ALUMINUM FLASHING, PROVIDE
<=z SEENOTE1 ’ 3. USE GALVANIZED TIE-BACKS INSTALLED IN WALLS, THE CAPSTONE SHALL BE FABRICATED WITH . — (2) #4 REBAR, 2" CLEAR GAUGE OPTIONS FOR
=>0 MORTAR INFILL AND BACKING, SEE HORIZONTAL MORTAR JOINTS TO ANCHOR STONE TO "CIRCULAR" CORRESPONDING EDGES TO MATCH THE N SEE DRIP EDGE & FLASHING L SELECTION BY TOWN OF
©Fc CMU'S. PROVIDE ONE METAL TIE FOR 4 SQ. FT. OF AS-CONSTRUCTED WALL RADII. THE CAPSTONE MUST ENLARGEMENT (INSET, THIS DETAIL)
© T NOTE 4 N : MOUNT AIRY AND LANDSCAPE
©wo L WALL AREA SPACED, NOT TO EXCEED 24" O.C BE FABRICATED PER THE AS-BUILT RADIAL o ' "
S ) L. - P4 O NG A STONE VENEER, AVG. THICKNESS = 5", ARCHITECT; COLOR: GRAY
LRz % #4 @ 12" O.C. HORIZONTALLY AND VERTICALLY. STAGGER TIES IN DIMENSIONS AND ALSO THE DIMENSIONS SHOWN < m = \ SEE NOTE 1
SN mE MULCH ALTERNATE COURSES. PER LAYOUT DETAILS ON SHEETS 33(6) AND 33(8). TESg /;<\§;<\§;/§/§\\j/ Dhenns MULCH
TG %@Og%ggg%igoggg EXPANSION JOINT 4. MORTAR: PORTLAND CEMENT SHALL BE ASTM C150, CONTRACTOR MUST PROVIDE SHOP DRAWINGS OF T > o S EXPANSION JOINT
g \\\\\\\\\\\\\\\\ggg%@%@ggéﬁ - TYPE 1, AND SHALL BE OF NATURAL COLOR OR THE CAPSTONE FOR REVIEW AND APPROVAL. X \\\§\§\§<§ %8%’“%%%8%%%3 / /
Zz %g%gg%%‘g%gg% - 4, . WHITE AS NEEDED TO PRODUCE THE DESIRED . CONTRACTOR MUST PROVIDE MOCKUPS OF THE s B %Essgg%%%gfgg
= wieeae . ’ ‘ COLOR; IT SHALL ONLY BE USED AT THE FOLLOWING FOR THE REVIEW AND APPROVAL OF S SR %g%%g%gg%ag
® stiaiaie < CONNECTION OF THE CMU BLOCK AND CONCRETE TOWN OF MOUNT AIRY AND LANDSCAPE ARCHITECT: : SO <Pt MORTAR INFILL AND BACKING, SEE
= I gOQOoég()QOC P S P i . e L OOQOO OOQOC NOTE 4
& Sanen SOERTRRORRTES FOOTING. ALL OTHER MORTAR SHALL BE ASTM C476 STONE WALL, PRECAST CAP. 2 O faistars R RS
i S STANDARD MASONRY GROUT. HYDRATED LIME . WHERE THE WALL MEETS THE GROUND, THERE | fatrtaie S
4" 3 PERF. PVC eSS Sl otsieiosy CMU GROUTED WALL CORE, SHALL COMPLY WITH ASTM C 207, TYPE N OR SHALL BE A CAPILLARY BREAK WITH FLASHING AS ! LietiRese S et SR LS80
S iwestte pe sty sirisiy sii g siritty 4" @ PERF. PVC Xiveg eNpivey e apivey CMU GROUTED WALL CORE, ASTM
FOUNDATION DRAIN SRR LS Lty ASTM C476 STANDARD S. AGGREGATE SHALL COMPLY WITH ASTM APPROVED BY TOWN OF MOUNT AIRY AND oSNt RS
750080339@0806 Oigg%jogigogggwoom MASONRY GROUT MIN. 2500 ! FOUNDATION DRAIN B o eNeie i ey pSipetrpes C476 STANDARD MASONRY
WRAPPED IN NON-WOVEN Soaitees SRS DRy . C 144; FOR JOINTS NARROWER THAN [ ", USE LANDSCAPE ARCHITECT. 8" WRAPPED IN NON-WOVEN Seste Qg%()o%% DI GROUT MIN. 2500 PSI @ 28 DAYS
GEOTEXTILE FABRIC Reests EOLRULRRL PSI @ 28 DAYS AGGREGATE GRADED WITH 100% PASSING THE NO. ke SRV
S ¢ DS ER SN TYP GEOTEXTILE FABRIC AEOES 1 ,
N SR 0@%@@@@\%@0 16 SEIVE. COLORED MORTAR PIGMENTS SHALL BE 4 N SUALSrS /N #4 @ 12" O.C.
T Ty 4 ’ MR COMPACTED SUBGRADE NATURAL OR SYNTHETIC IRON OXIDES AND ALUMINUM FLASHING, PROVIDE P T T ca | e ] S COMPACTED SUBGRADE
o Q03 Y s R CHROMIUM OXIDES, COMPOUNDED FOR USE IN GAUGE OPTIONS FOR ; % R / R
{ R ST SIS MORTAR MIXES, COLOR VERIFIED BY UNI s SELECTION BY TOWN OF i o J kX s a— ) MDSHA MIX #3 CONCRETE
{ A I R SN S MDSHA MIX #3 CONCRETE : UNIVERSITY'S . S\ I P - (3) #4 HORIZONTAL @ 12" O.C.
R e o e e Lhs0 s : ARCHITECT. MORTAR MIXES SHALL COMPLY WiTH ~ MOUNT AIRY AND LANDSCAPE ’ R e i s e e s e se S N ’
© X égg%QQ\'éQg%oQ§Qg%jQ§QgDQQ§Qg%O bgggoo \\ Q < (3) #4 HORIZONTAL @ 12 O.C., - ARCHITECT COLOR. GRAY Eo »\ g%ogoQg%ogogE%OQOgR%ogoQ@%} 9@ 3@%@9@ \\///\/ CONT_ 2" CLR
. B o1 0eid Siot e niitdnti tes g CONT. 2" CLR ASTM C 270, TYPE N OR S. MORTAR MIXES SHALL ’ : / N P e et e T T Rt R TR \
N 7 \// ///\/ ’ " " N - A /// N W " "
1 Lo RRRRT o o sl ¥4 HORIZONTAL @ 12" 0.C., 2" CLR  USE LOCAL "CASTLE" SAND. DRIP EDGE & '\ o510 Lo RRRRT o R A #4 HORIZONTAL @ 12" O0.C., 2" CLR
17 ‘ 2 5. SET STONES IN FULL BED OF MORTAR WITH FLASHING 792 L : 27
COMPACTED AGGREGATE (TYP.) FLASHING 2" (TYP)
STONE GATEWAY SIGN SECTION VERTICAL JOINTS SLUSHED FULL. NO STONE SHALL (NTS) 8" MIN. STONE WALL SECTION —— COMPACTED AGGREGATE (TYP.)
3/4" = 1'-Q" 042276.23-02 3/4" = 1'-Q" 042276.23-03
LS-2
TOWN OF MOUNT AIRY
110 SOUTH MAIN STREET
MOUNT AIRY
MARYLAND
SOUTH MAIN STREET
REVISIONS REGISTRATION STAMP

MARK

DATE

DESCRIPTION

90% SUBMITTAL

NOT FOR CONSTRUCTION

ROUNDABOUT
AT INTERSECTION OF SOUTH MAIN STREET,
SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD

HARDSCAPE DETAILS

(410) 752-6552

A. MORTON THOMAS AND ASSOCIATES, INC.
CONSULTING ENGINEERS
901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204

EMAIL: AMT1@AMTENGINEERING.COM

DATE: FEBRUARY 2022

AMT FILE NO. 20-0896.001
CARROLL COUNTY FILE NO. GRO-22-0001
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SOIL TYPES
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MARK ] DATE DESCRIPTION
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4 N\ e NOT FOR CONSTRUCTION — o 5;{%,7%@73,&%%3;’5?\ ATE: FEBRUARY 2072
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AMT FILE NO. 20-0896.001
‘ \\ Z ®) \

TOWN OF MOUNT AIRY

110 SOUTH MAIN STREET
MOUNT AIRY
MARYLAND

SOUTH MAIN STREET
REGISTRATION STAMP

ROUNDABOUT

T7
AT INTERSECTION OF SOUTH Mﬁ;g\:NSgIEIIEDEGE FOAD
SOUTH MAIN STREET EXTENDED AND R

PLANTING PLAN

SCALE:
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SCALE: 1"=10'
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LEGEND:
GfB
LOD LIMITS OF DISTURBANCE o SOILTYPES
Y Y Y Y\
PROPERTY BOUNDARY EDGE OF EX. FOREST REVISIONS REGISTRATION STAMP
MARK DATE DESCRIPTION
STEEP SLOPES (15% - 25%)
-- SURROUNDING PROPERTY BOUNDARY
90% SUBMITTAL
NOT FOR CONSTRUCTION
) STEEP SLOPES (25% OR GREATER) YR, — = —
EXISTING 5 CONTOURS _ . MORTON THOMAS AND ASSOCIATES, INC.
@\ 901 DULANEY Vi?zvvﬁs gg(i%ﬁ?sﬁ;ﬁ’%%%"ég‘/sohﬂ MD 21204
’\, ) (4:(/‘]0 752-6552 4
EXISTING 1' CONTOURS k?'\’ T# EX. TREE AND CRITICAL ROOT ZONE EMAIL: AMTI@AMTENGINEERING. COM

TOWN OF MOUNT AIRY

110 SOUTH MAIN STREET
MOUNT AIRY
MARYLAND

SOUTH MAIN STREET
ROUNDABOUT
AT INTERSECTION OF SOUTH MAIN STREET,
SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD

PLANTING PLAN

DATE: FEBRUARY 2022 SCALE:
AMT FILE NO. 20-0896.001
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PROPERTY BOUNDARY
STEEP SLOPES (15% — 25%)

SURROUNDING PROPERTY BOUNDARY .
STEEP SLOPES (25% OR GREA

" CONTOURS
o .9\ TREE AND CRITICAL ROOT ZONE

LG(}’\/ T# EX.

EXISTING 1 CONTOURS
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LEGEND:

LOD

LIMITS OF DISTURBANCE

PROPERTY BOUNDARY

SURROUNDING PROPERTY BOUNDARY

EXISTING 5 CONTOURS

EXISTING 1' CONTOURS

GfB

SOIL TYPES

EDGE OF EX. FOREST

STEEP SLOPES (15% — 25%)

STEEP SLOPES (25% OR GREATER)

EX. TREE AND CRITICAL ROOT ZONE

SCALE: 1"=10'
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DATE
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DESCRIPTION

REGISTRATION STAMP
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NOT FOR CONSTRUCTION

A. MORTON THOMAS AND ASSOCIATES, INC.
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PLANT SCHEDULE

AMELANCHIER X GRANDIFLORA "AUTUMN BRILLIANCE" / "AUTUMN BRILLIANCE® SERVICEBERRY

PLATANUS OCCIDENTALIS / AMERICAN SYCAMORE

ARONIA ARBUTIFOLIA "BRILLIANTISSIMA® / "BRILLIANTISSIMA® RED CHOKEBERRY

ARONIA MELANOCARPA "IROQUOIS BEAUTY" / IROQUOIS BEAUTY" BLACK CHOKEBERRY

CALLICARPA AMERICANA / AMERICAN BEAUTYBERRY

CEPHALANTHUS OCCIDENTALIS "SUGAR SHACK' / BUTTONBUSH

CLETHRA ALNIFOLIA "RUBY SPICE' / '/RUBY SPICE' CLETHRA

VIBURNUM DENTATUM "BLUE MUFFIN® / SOUTHERN ARROWWOOQOD

BIORETENTION NATIVE MIX/ SEE PLANT LIST FOR MIX COMPONENTS

TURF SEED / DROUGHT TOLERANT FESCUE BLEND

TURF SOD / DROUGHT TOLERANT FESCUE BLEND

TREES CODE BOTANICAL / COMMON NAME
{S} MV MAGNOLIA VIRGINIANA / SWEET BAY
@ NS NYSSA SYLVATICA / SOUR GUM
@ o
@ QB QUERCUS BICOLOR / SWAMP WHITE OAK
@ TD TAXODIUM DISTICHUM / BALD CYPRESS
SHRUBS CODE BOTANICAL / COMMON NAME
1”4nm\\‘§
<::> CS2
o
{33 SC SAMBUCUS CANADENSIS / ELDERBERRY
5
GROUND COVERS CODE BOTANICAL / COMMON NAME
TSNS
£Se000%, BNM
R PLANT SPECIES IN DRIFTS OF 11 TO 23
4t
7/ MM2 MEADOW MIX / ERNMX-111
7,
NNENNNN
NN NN TS2
NENENENENN
NENENNENEN
UNM

UPLAND NATIVE MIX / SEE PLANT LIST FOR MIX COMPONENTS
PLANT SPECIES IN DRIFTS OF 11 TO 23

CONT

B&B

B&B

B&B

B&B

B&B

B&B

CONT

5 GAL

5 GAL

5 GAL

5 GAL

3 GAL

5 GAL

3 GAL

CONT

1 GAL.

SEED

SEED

SOD

1 GAL.

CAL

2"CAL

2" CAL.

2"CAL

SIZE

8-10" HT

8-10"H

10°-12° H

18" o.c.

18" o.c.

QTY

12

10

16

25

1,528

18,714 SF

11,639 SF

35,407 SF

2,420

ONLY PRUNE AS
SPECIFIED OR DIRECTED
BY LANDSCAPE
ARCHITECT OR OWNER

WATER PLANT WHEN THE
SOIL PIT IS %, BACKFILLED

3"-4" HIGH SAUCER @ EDGE
OF PLANTING PIT

SLOPE SIDES OF
PLANTING PIT AND
SCARIFY THE SIDES

BACKFILL WITH AMENDED
EXCAVATED SOIL AS
SPECIFIED

NOTE:

HI=DN
-: _I i
=A==

<

A
o

RIS
QRN
<, QO

—|1=ll=|I=XX
I

2X BALL DIA., MIN.

\% TREE SLEEVES; METAL OPEN

WEAVE MESH, 4' TALL x 6"@

INSTALLED PER
MANUFACTURER'S
RECOMMENDATIONS

SET EXPOSED ROOT FLARE
1"-3" ABOVE FINISHED GRADE
- 3"HARDWOOD MULCH ON

i ENTIRE PLANTING PIT EXCEPT
KEEP MULCH 3" AWAY FROM

TRUNK

REMOVE BURLAP, TWINE AND
WIRE BASKET FROM AT LEAST
THE TOP % OF ROOT BALL,;

REMOVE ALL SYNTHETIC
TWINE AND SYNTHETIC
BURLAP

UNDISTURBED PIT FLOOR

TREE SLEEVES ARE NOT NEEDED FOR TREES PLANTED WITHIN WITH A 3% CROWN
AREAS SURROUNDED BY TEMPORARY DEER EXCLUSION FENCING.
1 DECIDUOUS TREE PLANTING

— ® 66 & O @¥ PLANTS PER

A PLANT CENTER  SPACING'D"  ROW'A"  10SQ.FT.

-I— ® O O D/\ @/\D TRIANGULAR .2 ot 2

A < \  PLANT SPACING 18" 0.C. 15.6" 5.12

Lo o6 0 6 & Ao e ORAS 20moc, 17.3" 2.42

—b— PLANTING PLAN 24" 0.C. 20.8 23
PLANT SPACING (NTS) 36"0.C. 300 128
SEE PLANT SCHEDULE NOTE:

FOR SPACING

AMENDED PLANTING
SOIL DEPTH —

AS PER SPECS

SCARIFY EXISTING SOIL / GROUP PLANTING

BY 3"

SET PLANT AT DEPTH
GROWN IN NURSERY

BACKFILL & TAMP
WITH THE AMENDED
PLANTING SOIL FROM
THE PREPARED BED

PERENNIAL PLANT '

)
P
| | Mehasgas

QUANTITY OF PERENNIALS
AND SPACING AS NOTED IN

PLANT SCHEDULE

TIMES THE

ROOT MASS

PERENNIAL PLANT

EXCAVATE HOLE 2

DIAMETER OF THE

LIGHTLY LOOSEN OR
PULL APART THE
EXTERIOR ROOTS

3 HERBACEOUS & GRASS PLANTING DETAIL

NOT TO SCALE

32 9301-10

THIN DECIDUOUS SHRUBS OF ALL
MAJOR DEAD WOOD AND ANY
EXCESSIVE SUCKER GROWTH

/ 4' DEER PROTECTION FENGE
/ /

GROUNDLINE SAME AS NURSERY

3" DOUBLE SHREDDED HARDWOQOD
MULCH ON ENTIRE PLANTING PIT
MAKING SURE TO KEEP MULCH 3"
AWAY FROM TRUNK

CREATE SAUCER WITH TOPSOIL 4" MIN.

==

REMOVE SHRUB FROM CONTAINER WITHOUT
DISTURBING THE ROOT MASS

A

BACKFILL WITH SOIL OR AS SPECIFIED.
TAMP TO FILL ALL VOIDS AND POCKETS

EXCAVATE HOLE

1-% TIMES THE WIDTH
OF THE ROOT MASS.

LIGHTLY SCORE ROOT BALL WITH UTILITY
KNIFE. TYP. 4 PLACES AND BOTTOM

NOTES:

1. REMOVE ALL NON-ORGANIC MATERIAL FROM THE SOIL PIT AND HAND TAMP LOOSE
SOIL AT BOTTOM OF THE PIT

2. PLANT EVERGREEN AND DECIDUOUS SHRUBS USING THE SAME METHOD

3. 4'DEER PROTECTION FENCE IS NOT NEEDED FOR SHRUBS PLANTED WITHIN AREAS
SURROUNDED BY TEMPORARY DEER EXCLUSION FENCING.

2 CONTAINERIZED SHRUB PLANTING WITH DEER PROTECTION

NOT TO SCALE 32 9333-13

SPECIES SPECIES,

SPECIES

APPROXIMATE BOUNDARY
OF PERENNIAL/GRASS, AS
SHOWN ON PLAN

NOTE:

1. INTERMIX 25% OF DIFFERENT
PERENNIAL/GRASS SPECIES ALONG
BOUNDARY EDGE, AS SHOWN IN
PLANS, FOR ONE TO TWO ROWS.

PERENNIAL/GRASS INTERMIXING

1" = 11_0"

4

32 9495-19

LP-7

594 e
MOUNT AIRY

TOWN OF MOUNT AIRY

110 SOUTH MAIN STREET
MOUNT AIRY
MARYLAND

MARK ] DATE

REVISIONS

DESCRIPTION

REGISTRATION STAMP

90% SUBMITTAL

NOT FOR CONSTRUCTION

SOUTH MAIN STREET

ROUNDABOUT
AT INTERSECTION OF SOUTH MAIN STREET,
SOUTH MAIN STREET EXTENDED AND RISING RIDGE ROAD

PLANTING SCHEDULE AND DETAILS

A. MORTON THOMAS AND ASSOCIATES, INC.
CONSULTING ENGINEERS
901 DULANEY VALLEY ROAD, SUITE 710 TOWSON, MD 21204
(410) 752-6552
EMAIL: AMTI@AMTENGINEERING.COM

DATE: FEBRUARY 2022

AMT FILE NO. 20-0896.001
CARROLL COUNTY FILE NO. GRO-22-0001
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